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1 Guide to this manual
1.1 Signal words and symbols

Signal words and symbols are used in this manual to alert you to warnings, infor-
mation and instructions (see table 1).

1.2 About this document

This user guide describes how to operate the components of a EZ CALL IP sys-
tem. The settings on your system may differ from the settings described here.
This user guide is intended for the following groups:
 Nursing staff in hospitals, rest and rehabilitation clinics, retirement and nurs-

ing homes, psychiatric and similar institutions
 Certified service personnel

Key word Symbol Explanation

DANGER Warning.
Imminent danger.
Death or serious injury if ignored.

WARNING Warning.
Potentially dangerous situation.
Possible death or serious injury if ignored.

CAUTION Warning.
Potentially dangerous situation.
Possible light or minor injuries if ignored.

NOTICE Note.
Potentially dangerous situation.
Possible material damage if ignored.

Helpful information.

Table 1: Signal words and symbols in this manual

WARNING
If you do not follow the information in this document, you could make 
mistakes when using EZ CALL IP. This could mean that calls from patients 
remain unanswered and patients could be put at risk. Operation of the call 
system may be disrupted.
Pay attention to the information in this document. Keep the document in a 
safe place. Pass it on to other users if necessary.



2 Safety information EZ CALL IP
2 Safety information
Connection of devices 
not belonging to EZ 
CALL IP

Always connect devices that do not belong to EZ CALL IP using interfaces that are 
certified for EZ CALL IP.
Example: Adapter for medical device, order number EZ.125.6101, EZ.125.6111.

Keep a safe distance Be sure to keep CB radios, PMR radios and mobile phones a safe distance away 
from components of EZ CALL IP at various frequencies. See table 2

If you do not keep a safe distance, this may interfere with the components of EZ 
CALL IP and cause them not to work properly.

Volume of audible call 
forwarding

One of the ways that calls are signalled is by audible call forwarding in rooms with 
a set presence. The audible pressure at a distance of 2 m is between 45 and 
65 dB(A).

Systems with uninter-
ruptible power supply

Systems compliant with DIN VDE 0834 need a power source for safety purposes. 
If the normal power supply fails, this power source takes over the supply and 
keeps the system going for at least an hour. This means that calls can continue 
to be made and processed.

Articles treated with 
biocidal products

Some of the plastic parts used are products treated with biocides within the 
meaning of the Biocidal Products Regulation (EU) no. 528/2012 (BPR). A biocidal 
product is added to these during manufacture in order to limit the propagation 
of bacteria on the surface. These components are not subject to any particular 
precautionary measures or regulations for use.
The following is used as a biocidal product:
 Silver ions

– LED light (housing), EZ.138.4000S, EZ.138.4050S, EZ.138.4100S, 
EZ.138.4150S, EZ.138.4200S, EZ.138.4250S
Also: Sounder for LED light, EZ.130.4500, Surface mounting frame, 
EZ.130.4520

– CT Touch (housing), EZ.130.7511, EZ.130.7521
Also: Mounting frame, surface mounting frame, adapter, EZ.130.76xx

– Room LCD display (housing), EZ.138.1601S
– Room electronics (housing), EZ.130.1305, EZ.138.4300S, EZ.135.1600
– Repeater (housing), EZ.130.51xx
– Input/output module (housing), EZ.138.5301S

150 kHz to 80 MHz (CB radio) 80 to 800 MHz (PMR radio) 800 MHz to 2.5 GHz (mobile 
phones)

Output Safe distance Output Safe distance Output Safe distance

0.01 W 0.12 m 0.01 W 0.04 m 0.01 W 0.07 m

0.1 W 0.37 m 0.1 W 0.11 m 0.1 W 0.22 m

1 W 1.17 m 1 W 0.35 m 1 W 0.70 m

10 W 3.69 m 10 W 1.11 m 10 W 2.21 m

100 W 11.67 m 100 W 3.50 m 100 W 7.00 m

Table 2: Safe distance at different frequencies
6 User Manual Doc. version 1.0



EZ CALL IP 2 Safety information
– Serial interface RS-232/485, (housing), EZ.130.690
– Output module RS-232, (housing), EZ.130.697
– Patient handsets (housing), EZ.127.xxxx

Also: Retaining bracket EZ.127.5802, Extension cable for patient handsets, 
EZ.127.5860, Plug shell set, EZ.127.6000S, Front cover EZ.127.6840, Cable 
EZ.127.68xx, Membrane, EZ.127.69xx

– Cardiac/emergency pull switch (housing), EZ.127.604x
– Call panel, pull cord panel, presence panel, socket panels, EZ.127.xxxx 

(housing)
 Zinc pyrithione

– CT Touch (membrane keypad, membrane on the display), EZ.130.7511, 
EZ.130.7521

– RFID electronics with call & presence (membrane keypad), EZ.130.1305
User Manual Doc. version 1.0 7
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3 General information EZ CALL IP

3 General information
EZ CALL IP EZ CALL IP is a fully electronic care and communications system that conforms to 

the very latest standards and requirements (DIN VDE 0834) and offers a high 
level of safety.
The monitoring functions integrated into the system ensure that any faults that 
occur are signalled immediately and can be quickly rectified. They also ensure 
that the other parts of the system are not affected by this fault and can continue 
to work reliably.
Calls are signalled in a variety of ways:
 On overdoor lights and station lights.
 By audible call forwarding.
 In clear text on various display devices (“displays”) in rooms and corridors. This 

allows the patient calling to be quickly located.
If necessary, a station can be divided into care groups or interconnected with 
other stations. You can easily activate or deactivate the interconnection at the 
answer stations yourself. This means that the system can be adapted to the 
requirements prevailing at any particular time.

Components with and 
without speech

In EZ CALL IP there are components with and without speech.
In components without speech you can store calls from the displays before locat-
ing the patient. The stored room is then specially identified by means of the LED 
light.
In components with speech, you can speak to the patient and ask what he needs 
before going to find him. This saves many unnecessary journeys. Here too, you 
can identify the particular room by “storing” it.
Components with speech also have the following functions:
 Announcement to all or to particular rooms
 Speak to nursing staff (“speak to presence”)
 Speak to rooms or beds without presence



EZ CALL IP 4 Presence
4 Presence

Ways of setting the 
presence

You can set your presence in a number of ways (see figures 1, 2, 3).

How to set the 
presence with the 
presence button

1 Press the presence button when entering a room:
– Presence 1, green: 
– Presence 2, yellow: 
If you do not know which presence category applies to you, find this out.
Many systems only have presence 1.

2 Press your presence button again when leaving the room in order to cancel 
presence again.

WARNING
Set the presence conscientiously so that the call system can function 
properly.
Patients could otherwise be put at risk.

  
Fig. 1: Presence button

Fig. 2: RFID Tags (in room components with RFID, e.g. RFID electronics with call & presence, CT 
Touch)

Fig. 3: IR badge (for use with IR sensors)

Button

Window for infra-
red signals
User Manual Doc. version 1.0 9



4 Presence EZ CALL IP
How to set the 
presence with an RFID 
tag

1 Hold the RFID tag a few centimetres away from the buttons of the room com-
ponent with RFID.
EZ CALL IP sets your presence 1 or 2 depending on your RFID tag. An audible 
signal indicates with 1 tone that the presence has been set.

2 When leaving the room, hold your RFID tag in front of the room component 
with RFID again in order to cancel the presence.
An audible signal indicates with 2 tones that the presence has been cancelled.

How to set the 
presence with an IR 
badge

1 Fasten the IR badge as high as possible, e.g. on the collar or a breast pocket 
of your clothing. Make sure that the IR badge is not hidden. 

2 Enter a room with an IR sensor.
EZ CALL IP sets your presence 1 or 2 automatically depending on your IR 
badge. You do not need to press any button.

3 Leave the room again so that the IR badge is registered by a different IR sen-
sor outside the room. 
EZ CALL IP then cancels the presence automatically if no other presence is 
registered in the room.

Switching the presence on has the following effects:
 You can process calls at an answer station.
 The green (presence 1) or yellow (presence 2) presence lamp in the LED light 

illuminates.
 If there is no cancel panel and only one call is made in the room, an existing 

call is cancelled.
 You are informed of further calls for your presence category by means of an 

audible signal (audible call forwarding); for signals see section 5.2 “Signalling 
calls” on page 15.

 You can disconnect a patient handset or the like without triggering a plug 
removed call (see section “Plug removed call” on page 14).

 You can make emergency calls.
 You receive the calls that are intended for your presence category.

RFID tags and IR sensors can be assigned to individual people. Additional func-
tions include:
 EZ CALL IP stores the time at which your presence was registered and can-

celled in mediLog.
 If you leave the room or cancel your presence with the RFID tag and no other 

presence is registered in the room,  EZ CALL IP cancels the presence.

Depending on the configuration, additional functions may be activated:
 Monitored presence

EZ CALL IP automatically sends an alert with the call category doctor emer-
gency call after the monitoring time. The service personnel can set the dura-
tion of the monitoring time in the configuration.
General presence 2 is monitored. In areas particularly exposed to danger one 
or more rooms can be configured so that even for presence 1 a doctor emer-
gency call is made after the monitoring time has expired.

 Light with set presence (“enforced light”)
When you set the presence, the light in the room is switched on at the same time.
10 User Manual Doc. version 1.0



EZ CALL IP 5 Making and processing calls
5 Making and processing calls
5.1 Making calls (systems with and without speech)
5.1.1 Patient makes a call

Figures 4, 5, 6, 7 show devices from which the patient can make a call:
 Buttons: The patient presses the call button to make a call.

A locating light illuminates weakly next to the call button so that the patient 
can find the call button even in the dark.

 Pneumatic ball (in case of pneumatic call panel): The patient presses the ball 
to make a call.

 Pull cord (in case of pull switch): The patient pulls the pull cord to make a call.
There is a reassurance light in all call devices. It illuminates to indicate to the 
patient that his call has been accepted by the system. Table 3 shows the buttons 
for making calls.

In the room

Button Call

Used by the patient to call the nursing staff.

Used by the patient at the cell terminal to call the nursing 
staff.

 Used to call the service personnel.

Door bell on CT Touch for door.

Table 3: Buttons used by patients to make a call

Fig. 4: Devices for making calls in the room
1– CT Touch
2– RFID electronics
3– Room LCD display (presence, call, scroll)

1
3

2
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5.1 Making calls (systems with and without speech) EZ CALL IP
By the bed

In the bathroom or WC The patient makes a WC call in the bathroom or WC.

Fig. 5: Cell terminal, vandal resistant
1– Cell terminal, call, EZ.135.2012
2– Cell terminal, call, light, EZ.135.2022
3– Cell terminal, call, light, radio, EZ.135.2032

♫

1 2 2

Fig. 6: Bedhead devices used by patients to make a call
1– Call panel (example here with patient call, cancel call)
2– Patient handset
3– Call panel, vandal resistant

1 2 3

Fig. 7: Devices used by patients to make a call in the WC
1– Call panel
2– Pneumatic call panel
3– Pull cord panel

1 32
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EZ CALL IP 5.1 Making calls (systems with and without speech)
Please note:
 Pull the pull cord vertically downwards.
 Do not pull the pull cord to the side or to the front (see figure 9 and 10).

 
Fig. 8: Other pull cord panels used by patients to make a call in the WC
1– Patient call
2– Cancel function

 
Fig. 9: Pull the pull cord vertically downwards (left-hand illustration). Do not pull the pull cord 
to the side (right-hand illustration).

 
Fig. 10: Pull the pull cord vertically downwards (left-hand illustration). Do not pull the pull cord 
to the front (right-hand illustration).

1 1 2
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5.1 Making calls (systems with and without speech) EZ CALL IP
5.1.2 Calls triggered automatically
Infusion call and 
diagnostic call

These calls are triggered automatically by the connected monitoring devices. To 
cancel these calls, set your presence and cancel the alarm call at the monitoring 
device.
If the alarm call is not cancelled at the monitoring device, the diagnostic call is trig-
gered again within 2 seconds.

Plug removed call The plug removed call is triggered automatically if the plug of a mobile call device 
(pendant push button, patient handset or adapter for medical device) is inadvert-
ently pulled out of the socket.
If you have set your presence properly, you can disconnect or replace a mobile 
call device at any time without the automatic plug removed call being triggered.

Doctor emergency call The doctor emergency call is triggered automatically if the nursing staff set the 
monitored presence and do not cancel it again before the monitoring time has 
expired.

Alarm loop or 
sabotage

The alarm loop or sabotage message is triggered automatically if someone 
removes the cover of the cell terminal or the safety cover of the LED light.

5.1.3 Nursing staff make a call
In the room or by the 
bed

If you have set the presence, you can make the calls from table 4 using the call 
buttons.

In the bathroom or WC If you have set your presence and then press any call device in the bathroom or 
WC, this triggers a WC emergency call.

Button Call

Used to call for help in an emergency.

Used to call a doctor in an emergency.

Used by staff to call other nursing staff.

Used to call the resuscitation team in the event of a cardiac 
call.

Table 4: Buttons used by nursing staff to make a call
14 User Manual Doc. version 1.0



EZ CALL IP 5.2 Signalling calls
5.2 Signalling calls
5.2.1 Safety information
DANGER: Do not look 
directly into the LEDs

The LEDs of the LED lights are very bright. If you look directly into the LEDs with-
out a diffuser, you could damage your eyes.
Fit the diffuser before looking into the LEDs.

WARNING: Call of a 
second call device in 
the same room not 
noticed

Danger that the call of a second call device in the same room will not be noticed.
If the audible signal indicating that a second call has been forwarded to the same 
room is heard, find out who made the second call. If necessary, see to other 
patients first.

WARNING: Emergency 
mode

If EZ CALL IP changes to emergency mode, it continues to distribute calls to all 
nodes of the station.
In all components with a display EZ CALL IP shows this emergency mode with 
“Emergency mode” (depending on your configuration).
Calls continue to be indicated on the LED lights. During emergency mode, check 
the LED lights to find out where a call was made from.

5.2.2 Signalling of the calls in the system
 DIN VDE 0834

Table 5 on page 16
Table 6 on page 17
Table 7 on page 17
Table 8 on page 18

 HTM 08-03
Table 9 on page 19
Table 10 on page 20
Table 11 on page 21
Table 12 on page 22
Table 13 on page 23
User Manual Doc. version 1.0 15



5.2 Signalling calls EZ CALL IP
Call category Telephone call Normal call, e.g. 
patient call, ser-
vice call, plug 
removed call, infu-
sion call

WC call Normal call, e.g. 
staff call

Reassurance light Constant light Constant light Constant light Constant light

LED light Constant light in the 
telephone call lamp

Constant red light Constant red and 
white light

Constant red and 
green light

Audible call for-
warding

Devices with dis-
play a

Call text and call 
line shown on dis-
play

Call text and call 
line shown on dis-
play

Call text and call 
line shown on dis-
play

Call text and call 
line shown on dis-
play

Corridor display b Call text and call 
line shown on dis-
play

Call text and call 
line shown on dis-
play

Call text and call 
line shown on dis-
play

Call text and call 
line shown on dis-
play

Pager system, 
DECT c

Depends on type of 
system

Depends on type of 
system

Depends on type of 
system

Depends on type of 
system

Table 5: Signalling pursuant to DIN VDE 0834
If the call location is a WC, the white WC lamp in the LED light also illuminates.
a – See section 6.5.2 “Display indication” on page 67.
b – See section 7.3 “Call indication on the corridor display” on page 75.
c – See section 8.1 “Systems with pagers” on page 82 and 8.2 “Systems with cordless telephones (DECT)” on page 82.

s0 1 5 910 12 142 63 74 8

13.67

0.171

s21 164 6 8 10 12 140

14

1

s21 164 6 8 10 12 140

14

1

s21 164 6 8 10 12 140

14

1
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EZ CALL IP 5.2 Signalling calls
Call category Emergency call, 
e.g. diagnostic call, 
fire alarm, special 
emergency call

Emergency call, 
e.g. emergency 
call, doctor call

WC emergency call Crash call

Reassurance light Constant light Constant light Constant light Constant light

LED light Flashing red 
light

Flashing red light

Constant green 
light

Flashing red light

Constant white and 
green light

Rapidly flashing red 
or blue light

Constant green 
light

Audible call for-
warding

Devices with dis-
play a

Call text and call 
line shown on dis-
play

Call text and call 
line shown on dis-
play 

Call text and call 
line shown on dis-
play

Call text and call 
line shown on dis-
play

Corridor display b Call text and call 
line shown on dis-
play

Call text and call 
line shown on dis-
play

Call text and call 
line shown on dis-
play

Call text and call 
line shown on dis-
play

Pager system, 
DECT c

Depends on type of 
system

Depends on type of 
system 

Depends on type of 
system

Depends on type of 
system

Table 6: Signalling pursuant to DIN VDE 0834
If the call location is a WC, the white WC lamp in the LED light also illuminates.
a – See section 6.5.2 “Display indication” on page 67.
b – See section 7.3 “Call indication on the corridor display” on page 75.
c – See section 8.1 “Systems with pagers” on page 82 and 8.2 “Systems with cordless telephones (DECT)” on page 82.

s0

1

1

1 2 3 4

s0

1

1

1 2 3 4 s0

1

1

1 2 3 4

s0

0.33

0.33

0.33 0.67 1 1.33

s0

1

1

1 2 3 4 s0

1

1

1 2 3 4 s0

1

1

1 2 3 4 s0

0.33

0.33

0.33 0.67 1 1.33

Call category Presence 1 Presence 2 Stored calls Stored WC call 
and WC emer-
gency call

Reassurance light Constant light Constant light Flashing light Flashing light

LED light Constant green light Constant yellow light Flashing green 
light

Flashing green 
light

Constant white 
light

Audible call forward-
ing

No call forwarding No call forwarding No call forward-
ing

No call forward-
ing

Devices with display a Indication in lists Indication in lists Indication in lists Indication in lists

Corridor display b Indication possible Indication possible No signalling No signalling

Pager system, DECT c No signalling No signalling No signalling No signalling

Table 7: Signalling pursuant to DIN VDE 0834
If the call location is a WC, the white WC lamp in the LED light also illuminates.
a – See section 6.5.2 “Display indication” on page 67.
b – See section 7.3 “Call indication on the corridor display” on page 75.
c – See section 8.1 “Systems with pagers” on page 82 and 8.2 “Systems with cordless telephones (DECT)” on page 82.

s0

1

1

1 2 3 4 s0

1

1

1 2 3 4
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5.2 Signalling calls EZ CALL IP
Call category Fault, light call 
fault, emergency 
call fault

Message Emergency call 
message

Call forwarding to 
the actual room

Reassurance light Constant light Constant light No optical signal-
ling

LED light Call line WC white: Constant red light, 
if WC is location 
also constant white 
light

Flashing red light, if 
WC is location also 
constant white 
light

No optical signal-
ling

Audible call forwarding

Devices with display a Call text and call 
line shown on dis-
play

Call text and call 
line shown on dis-
play

Call category and 
call line shown on 
display

No signalling

Corridor display b Call text and call 
line shown on dis-
play

Call text and call 
line shown on dis-
play

Call text and call 
line shown on dis-
play

No signalling

Pager system, DECT c Depends on type 
of system

Depends on type 
of system

Depends on type 
of system

No signalling

Table 8: Signalling pursuant to DIN VDE 0834
If the call location is a WC, the white WC lamp in the LED light also illuminates.
a – See section 6.5.2 “Display indication” on page 67.
b – See section 7.3 “Call indication on the corridor display” on page 75.
c – See section 8.1 “Systems with pagers” on page 82 and 8.2 “Systems with cordless telephones (DECT)” on page 82.

s0

3.17

1 52 3 4

0.17

s0

3.17

1 52 3 4

0.17

s21 164 6 8 10 12 140

14

1

s21 164 6 8 10 12 140

14

1

s0

1

1

1 2 3 4

s0

3.17

1 52 3 4

0.17
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EZ CALL IP 5.2 Signalling calls
Call category Telephone call Normal call, e.g. 
patient call, ser-
vice call, plug 
removed call, infu-
sion call

Normal call with-
out call forward-
ing (HTM 08-03: 
controlled drugs 
cupboard)

WC call

Reassurance light Constant light Constant light Constant light Constant light

LED light Constant light in the 
telephone call lamp

Constant red light Slow flashing red 
light 

Constant red and 
white light

Audible call for-
warding

Devices with dis-
play a

Call text and call 
line shown on dis-
play

Call text and call 
line shown on dis-
play

Call text and call 
line shown on dis-
play

Call text and call 
line shown on dis-
play

Corridor display b Call text and call 
line shown on dis-
play

Call text and call 
line shown on dis-
play

Call text and call 
line shown on dis-
play

Call text and call 
line shown on dis-
play

Pager system, 
DECT c

Depends on type of 
system

Depends on type of 
system

Depends on type of 
system

Depends on type of 
system

Table 9: Signalling pursuant to HTM 08-03
If the call location is a WC, the white WC lamp in the LED light also illuminates.
In audible call forwarding the pitch is indicated in Hz.
a – See section 6.5.2 “Display indication” on page 67.
b – See section 7.3 “Call indication on the corridor display” on page 75.
c – See section 8.1 “Systems with pagers” on page 82 and 8.2 “Systems with cordless telephones (DECT)” on page 82.

s21 224 6 8 10 14 18

20

1

Hz

s0 1 5 910 12 142 63 74 8

13.67

0.171

s2 124 146 168 1010
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9

1

s01 4 6 8 10 14 18 22

Hz

20

1

s0 1 5 92 6 10 143 74 8 12 16

Hz

3

1
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5.2 Signalling calls EZ CALL IP
Call category Normal call, e.g. 
staff call

Emergency call, 
e.g. diagnostic 
assistance call

Emergency call, 
e.g. emergency 
call

Emergency call, 
e.g. doctor emer-
gency call

Reassurance light Constant light Constant light Constant light Constant light

LED light Constant red and 
green light

Flashing red light Flashing red light, 
constant green light

Flashing red light

Constant green 
light

Audible call for-
warding

Two-tone signal

Devices with dis-
play a

Call text and call 
line shown on dis-
play

Call text and call 
line shown on dis-
play

Call text and call 
line shown on dis-
play 

Call text and call 
line shown on dis-
play

Corridor display b Call text and call 
line shown on dis-
play

Call text and call 
line shown on dis-
play

Call text and call 
line shown on dis-
play 

Call text and call 
line shown on dis-
play

Pager system, 
DECT c

Depends on type of 
system

Depends on type of 
system 

Depends on type of 
system 

Depends on type of 
system

Table 10: Signalling pursuant to HTM 08-03
If the call location is a WC, the white WC lamp in the LED light also illuminates.
In audible call forwarding the pitch is indicated in Hz.
a – See section 6.5.2 “Display indication” on page 67.
b – See section 7.3 “Call indication on the corridor display” on page 75.
c – See section 8.1 “Systems with pagers” on page 82 and 8.2 “Systems with cordless telephones (DECT)” on page 82.
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EZ CALL IP 5.2 Signalling calls
Call category WC emergency call Alarm, e.g. fire 
alarm, special 
emergency call

Crash call Presence 1 Presence 2

Reassurance 
light

Constant light Constant light Constant light Constant 
light

Constant 
light

LED light Flashing red light, 
constant white and 
green light

Flashing red light Rapidly flashing red 
light

Constant green 
light

Constant 
green light

Constant 
yellow light

Audible call for-
warding

Two-tone signal No call for-
warding

No call for-
warding

Devices with 
display a

Call text and call 
line shown on dis-
play

Call text and call 
line shown on dis-
play

Call text and call 
line shown on dis-
play

Indication 
in lists

Indication 
in lists

Corridor dis-
play b

Call text and call 
line shown on dis-
play

Call text and call 
line shown on dis-
play

Call text and call 
line shown on dis-
play

Indication 
possible

Indication 
possible

Pager system, 
DECT c

Depends on type of 
system

Depends on type of 
system

Depends on type of 
system

No signal-
ling

No signal-
ling

Table 11: Signalling pursuant to HTM 08-03
If the call location is a WC, the white WC lamp in the LED light also illuminates.
In audible call forwarding the pitch is indicated in Hz.
a – See section 6.5.2 “Display indication” on page 67.
b – See section 7.3 “Call indication on the corridor display” on page 75.
c – See section 8.1 “Systems with pagers” on page 82 and 8.2 “Systems with cordless telephones (DECT)” on page 82.
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5.2 Signalling calls EZ CALL IP
Call category Stored calls Stored WC call and 
WC emergency call

Fault Light call fault

Reassurance light Flashing light Flashing light

LED light Flashing green light Flashing green light, 
constant white light

No optical signalling Constant red light, if 
WC is location white 
instead

Audible call for-
warding

No call forwarding No call forwarding

Devices with dis-
play a

Indication in lists Indication in lists Call text and call 
line shown on dis-
play

Call text and call 
line shown on dis-
play

Corridor display b No signalling No signalling Call text and call 
line shown on dis-
play

Call text and call 
line shown on dis-
play

Pager system, 
DECT c

No signalling No signalling Depends on type of 
system

Depends on type of 
system

Table 12: Signalling pursuant to HTM 08-03
If the call location is a WC, the white WC lamp in the LED light also illuminates.
In audible call forwarding the pitch is indicated in Hz.
a – See section 6.5.2 “Display indication” on page 67.
b – See section 7.3 “Call indication on the corridor display” on page 75.
c – See section 8.1 “Systems with pagers” on page 82 and 8.2 “Systems with cordless telephones (DECT)” on page 82.
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EZ CALL IP 5.2 Signalling calls
Call category Emergency call 
fault

Message Emergency call 
message

Call forwarding to 
the actual room

Reassurance light Constant light Constant light No optical signalling

LED light Flashing red light, if 
WC is location white 
instead: 

Constant red light Flashing red light No optical signalling

Audible call for-
warding

Devices with dis-
play a

Call text and call 
line shown on dis-
play 

Call text and call 
line shown on dis-
play

Call text and call 
line shown on dis-
play

No signalling

Corridor display b Call text and call 
line shown on dis-
play

Call text and call 
line shown on dis-
play

Call text and call 
line shown on dis-
play

No signalling

Pager system, 
DECT c

Depends on type of 
system

Depends on type of 
system

Depends on type of 
system

No signalling

Table 13: Signalling pursuant to HTM 08-03
If the call location is a WC, the white WC lamp in the LED light also illuminates.
In audible call forwarding the pitch is indicated in Hz.
a – See section 6.5.2 “Display indication” on page 67.
b – See section 7.3 “Call indication on the corridor display” on page 75.
c – See section 8.1 “Systems with pagers” on page 82 and 8.2 “Systems with cordless telephones (DECT)” on page 82.
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5.3 Processing a call at the call line EZ CALL IP
5.3 Processing a call at the call line
5.3.1 Cancel call
Cancel call with 
presence or cancel 
button

If you set the presence at the call line, also cancel a call at the call line. See also 
section 4 “Presence” on page 9.
You must cancel a WC call using a cancel button.
In systems with speech, after voice contact you can also cancel a call at the 
answer station. However, the following calls can only be cancelled at the call line:
 WC call
 Emergency call
 Crash call

How to cancel a call 
with the presence 
button

1 Set your presence 1 or 2 when entering a room. 
The audible signalling and the signalling on signal lights and other displays is 
cancelled. You can tell from the bright reassurance lamp where the call was 
made from.

2 Cancel your presence when leaving the room.
The call is cancelled.

How to cancel a call 
with the cancel panel, 
e.g. in the bathroom 
or WC

1 Set your presence 1 or 2. 
The call is indicated both visually and audibly until it is cancelled.
You can tell from the bright reassurance lamp where the call was made from.

2 Press the cancel panel. Or pull the short, green pull cord on the right of the 
pull cord panel with cancel cord.
The call is cancelled.

3 Cancel your presence when leaving the room.

 
Fig. 11: Components with which a call can be cancelled at the call line.
1– Call and reset panel
2– Pull cord panel with cancel cord (short, green pull cord on right)

1
2
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EZ CALL IP 5.3 Processing a call at the call line
How to cancel several 
calls in the room

1 Set your presence 1 or 2. 
If several calls have been made in the room, this is signalled by call forwarding 
into the room (3 consecutive short tones, pause). You can tell from the bright 
reassurance light where the call was made from. If there is a display in the 
room, the call lines will be displayed there.

2 Press your presence button again.
The audible signalling and the signalling on signal lights and other displays is 
cancelled. 
The reassurance lights remain lit.

3 Cancel your presence when leaving the room.
The reassurance lights and the calls are cancelled.

5.3.2 Stored calls

What you can store a 
call with

You can store calls with these components:
 NCS Touch (see section 6.1 “NCS Touch” on page 27)
 CT Touch (see section 6.2 “CT Touch” on page 44)
 Station and group displays without speech (see section 6.5.3 “Processing calls” 

on page 67)
Emergency calls are automatically stored when answered. Alarm calls cannot be 
stored.

How to detect a stored 
call

A stored call is identified by these indicators:
 The green lamp in the LED light flashes.
 The reassurance light of the call panel flashes.

Rooms with several beds: Before cancelling the stored call, you can see which 
bed the call had been made from by the brightly flashing reassurance light.

What happens with 
stored calls

Storing changes the signalling:
 At the call line the call is signalled as a stored call (see section 5.2 “Signalling 

calls” on page 15).
 The call is no longer signalled at the answer stations, communication terminal 

and displays and is moved to the list of stored calls.

Cancelling a call with speech facility at the answer station
You can answer calls with a speech facility. When you end the voice contact, the 
call is cancelled automatically.
After the voice contact has ended emergency calls are stored automatically and 
can only be cancelled from there.
You can answer alarm calls. However, they remain active after voice contact has 
ended and must be cancelled from there.

A stored call is signalled again after the storage time
Every stored call is signalled again after the storage time.
The storage time is set individually for each system.
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5.3 Processing a call at the call line EZ CALL IP
How to cancel a stored 
call

A stored call can be cancelled like this:
 With the presence button on the call line.

You can tell from the bright reassurance lamp where the call was made from.
 In the stored list of the display if the cancel function is enabled.

Please note that this function does not comply with DIN VDE 0834.
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EZ CALL IP 6 Answer stations
6 Answer stations
6.1 NCS Touch
Use The NCS Touch is the answer station for the nursing staff. The NCS Touch displays 

all events in a station and allows you to process all events. In addition, the nursing 
staff can use the NCS Touch to make voice contact with various areas of the EZ 
CALL IP system or with rooms.

Components The components of the NCS Touch are described in figure 12.

NCS Touch with 
desktop kit

Ports on the underside 
of the NCS Touch with 
desktop kit

Fig. 12: NCS Touch with desktop kit
1– Handset
2– Display (touchscreen)
3– Membrane keyboard
4– Service pin, service and data LEDs
5– USB 2.0 mini-B socket for USB stick for software update

Use USB adapter OTG for connecting USB sticks.

1

3

5

2

4

Fig. 13: Rear of the NCS Touch with desktop kit
1– Port for LAN (with metal frame), not used
2– Port for outputs, RJ12, 6 pins
3– Port for LON
4– Port for handset cable, RJ-10, 4 pins

1 2 3 4
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6.1 NCS Touch EZ CALL IP
6.1.1 Handset
 When a call with speech is indicated: Lift the handset to answer the call.
 When a call without speech is indicated: No function.
 While answering: Replace the handset to end voice contact. This cancels calls. 

Emergency calls are stored.
 When you have answered a call using the answer button and are already 

speaking in hands-free mode: Lift the handset to speak using the handset. 
Hands-free mode is ended.

6.1.2 Buttons

Membrane buttons

Setting presence
Only if you set your presence can you use the NCS Touch and process calls.
However, you can also make a call with the call button without setting your pres-
ence.

Button Explanation

Call button
 Make a patient call.
 Reassurance light on: Call has been initiated.

Presence button
 Set or cancel presence 1.
 Switch NCS Touch on and off with the presence as well.
 Cancel calls that were made on this NCS Touch with the pres-

ence.
 LED on: Presence has been set.

Answer or open the menu
 When a call with speech is indicated: Answer the call in 

hands-free mode.
To end the current voice contact, press the button again. 
Emergency calls are stored automatically.
When you have answered a call using the answer button and 
are already speaking in hands-free mode: Lift the handset 
and speak.

 If there is no call with speech:
– Open the menu.
– Or return to the next higher level in the menu.

 LED on:
– Call with speech present.
– Or menu can be opened.

Call LED
The LED indicates new calls, faults and messages.

Scroll button
 Move the marking in lists.
 LED on: Marking in a list can be moved.

Table 14: Membrane buttons and what they mean
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EZ CALL IP 6.1 NCS Touch
Buttons on the display

ENTER or store call
 Calls with/without speech: Store the current call.
 During answering: Store the current call.

However, the signalling does not change until you end the 
voice contact.

 Fault/message: Acknowledge the current fault/message.
 If there is a new call during voice contact: Store the first call.

However, the signalling does not change until you end the 
voice contact with the first call.

 In the function menu: Confirm selection.

Button Explanation

Table 14: Membrane buttons and what they mean (cont.)

Button Explanation

Answer
 When a call with speech is indicated: Answer the call in 

hands-free mode.
 To end the current voice contact, press the button again. 

Emergency calls are stored automatically.
 When you have answered a call using the answer button and 

are already speaking in hands-free mode: Lift the handset 
and speak.

Store call
Please note: STORE is a list of stored calls

Mute the microphone of the NCS Touch and switch it on 
again

PTT (Push to talk)
When you answer a call or make voice contact with a room, the 
NCS Touch automatically switches the direction of speech 
between the people talking.
 If loud noises or conversations disturb voice contact at your 

end or at the other end of the line, press the PTT button 
and hold it down for as long as you want to speak.

 The NCS Touch changes to PTT mode. To speak, press the 
PTT button  and hold it down.

 When you release the PTT button again, the direction of 
speech changes. You can now hear the person at the other 
end of the line.

 The PTT buttons   indicate that you are in PTT 
mode. The symbol on the button indicates the direction of 
speech when you press the button.

 Once the voice contact has been ended, the NCS Touch 
reverts to automatic mode again.

Voice contact
Voice contact in hands-free mode.

Table 15: Buttons on the display and what they mean

STORE

PTT

PTT

PTT
PTT

PTT

PTT PTT
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6.1 NCS Touch EZ CALL IP
Announcement
Voice contact in hands-free mode.

Change volume
During the voice contact you can adjust the volume for hands-
free speech or speaking with the handset.

Postpone call
If a new call is signalled during voice contact, you can suppress 
signalling on the NCS Touch using this button. This allows you 
to continue talking undisturbed. 
The call is not stored or cancelled. It is only not signalled on this 
NCS Touch.
The call will be displayed again as soon as you have finished 
your voice contact.

Telephone
The NCS Touch opens a field for entering the telephone num-
ber.

Open menu

Confirm change

Return to the next higher level in the menu

Open list of presences

Open list of stored calls

Open door
The display button DOOR appears during voice contact with the 
door. If you then tap on this button, you can open the door.

Button Explanation

Table 15: Buttons on the display and what they mean (cont.)

MENU

ENTER

ESC

PRES

STORE

DOOR
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EZ CALL IP 6.1 NCS Touch
6.1.3 Display
All events (calls, messages, faults, presences) are indicated on the display (see fig-
ure 14).

A new call is displayed in this format:
SSSSSSSS #TTTTTT RRRRRR LLLLLLLL

If there are calls in the call list, the station/group is not displayed.
The format is explained in table 16.

Fig. 14: Display of the NCS Touch
1– Current calls
2– Time. In the event of a call the time is shown on the top right of the display
3– Activated interconnections

Tap on the interconnections to open the list of interconnections.
4– F – Faults

M – Messages
Tap on the symbol to open the list.

5– Frequently used lists and functions

Symbols Explanation

SSSSSSSS Station/group

TTTTTT Call text

RRRRRR Room

LLLLLLLL Call line (e.g. bed)

# A # character before the call designation indicates 
that this call has already been stored and is now 
being signalled again.

Table 16: Display format and explanation
The presentation in the fields depends on the settings of the call system.

MENU

MF

STORE

10:54

S1-Int1

PRES

No Call1

3

4

5

2
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6.1 NCS Touch EZ CALL IP
6.1.4 Menu
Menu items hidden
The service personnel can hide or display menu items.
This may mean that some menu items are hidden on your NCS Touch.

Menu (func-
tion)

Submenu Element Explanation

Announce-
ment

Station Make an announcement to all terminals in the station.

General Make an announcement to all terminals in all stations.

Presence 1/2 Make an announcement to all terminals in the station in 
which the nursing staff have set presence 1 or presence 
2.

Care groups Make an announcement to all terminals in a care group.

Interconnec-
tion

Interconnection The NCS Touch indicates all interconnections of your 
station with other stations. Select the interconnections 
with the groups or stations that the NCS Touch is to 
monitor.

Lists Presences The NCS Touch indicates all presences of your station. 
You can select and make voice contact with presences 
with a speech facility.

Messages The NCS Touch indicates all messages of your station.

Stored calls The NCS Touch indicates all stored calls of your station. 
You can select and make voice contact with stored calls 
with a speech facility.

Faults The NCS Touch indicates all faults of your station.

Call forward-
ing

Volume control Change the volume for forwarded calls.

Voice con-
tact

Rooms and call 
terminals

Select a room with speech with which you want to make 
voice contact.

Call tone Call tone Switch the call tone signal of the NCS Touch on or off.

Monitoring 
rooms

Start monitoring Monitor sequentially all rooms of the room list without 
being heard in the room.

Change room list Add rooms that you want to monitor, or delete them 
from the list.

Monitor presence Specify whether it is to be possible to monitor rooms 
with a set presence.

Groups Change the assignment of a room to a care group.

Voice contact Dial in pri-
vacy

Change the dial in privacy setting for making voice con-
tact with individual rooms.

Gong vol-
ume

Change the volume of the gong when making voice con-
tact with individual rooms.

Manage-
ment

Change password Change the password used to save individual menu 
items.

Time and date Change the time and date.

Table 17: Menu structure
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EZ CALL IP 6.1 NCS Touch
6.1.5 Use, general information
Touchscreen (touch-
sensitive screen)

You can run all functions of the NCS Touch using the touchscreen. Please note:
 Do not use any sharp objects to operate the touchscreen.
 Just tap gently on the touchscreen.
 Functions without a password can also be executed using the membrane key-

board.
 Information on cleaning and disinfection can be found in section 10.5 “Clean-

ing and disinfection” on page 91.

Navigation in the 
menu

 Tap on the individual menu items to open or select a menu. To return to the 
next higher level in the menu, tap on ESC (Menu on the membrane keyboard).

 To scroll in a menu, tap on the arrow keys on the right-hand side.
 If you want to change a value, tap on it to select it and then change it. Then tap 

on ENTER to confirm the change.
On the membrane keyboard, tap on ENTER to change a value and simultane-
ously confirm it.

 The NCS Touch returns to the start window if you do not tap on the touch-
screen for 20 seconds.

Password-protected 
menus

Some menus may be protected with a password. 
If a password is allocated for a menu, enter the password and then tap on ENTER.
If you want to delete a character, tap on the arrow key on the  right in the dis-
play.
If you want to enter figures, tap on 1..9. Tap on A..Z to enter letters again.

Contrast Change the display contrast.

Store call Store the calls of a component from which a call was 
made but that then developed a fault.

Cancel call Delete the calls of a component from which a call was 
made but that then developed a fault.

Service Node monitoring Here the service personnel can switch node monitoring 
for individual nodes on and off.
If monitoring for a node is switched off, this does not 
comply with DIN VDE 0834.

Initialise pass-
word

Here the service personnel can cancel the customer 
password.

Version Here the service personnel can view technical data 
about the NCS Touch.

Software update Here the service personnel can update the software of 
the NCS Touch.

Menu (func-
tion)

Submenu Element Explanation

Table 17: Menu structure (cont.)
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6.1 NCS Touch EZ CALL IP
6.1.6 Switching the NCS Touch on
How to switch the NCS 
Touch on

1 Press the presence button  to set your presence and switch the NCS 
Touch on.
Only when you have set your presence can you operate the NCS Touch. You 
can also make a call when the NCS Touch is switched off.
An LED beside the presence button indicates the set presence.

6.1.7 Answering a call with speech facility

Marker

How to answer a call 
with speech

1 Pick up the handset .
Or tap on the answer button  to speak in hands-free mode.
The voice contact is established automatically.

2 To store the call, tap on STORE.
If your EZ CALL IP system supports the Store with presence function, the NCS 
Touch displays a list of presences. Then tap on your presence. The call is 
stored.
Emergency calls are stored automatically after voice contact is ended.

3 End the call. Replace the handset .
Or tap on the answer button  to end the voice contact.

Extend talk time
If you speak for so long that the maximum talk time is nearly exhausted, the NCS 
Touch alerts you to this with a gong. To continue talking, tap on YES in response 
to the question.

New call while you are answering a call
The NCS Touch indicates new calls in the display while you are in the process of 
answering a call. You have the following options:
 Put the new call on hold. To do so, tap on . The NCS Touch then signals 

the new call as soon as you have ended the current call.
 End the current call and change to the new call. To do so, press the answer 

button .

Identification of a call with 
speech facility

Explanation

Audio signal

Indication of the call in the display

Call LED

Call with speech facility, also answer but-
ton in the display.

Table 18: Identification of a call with speech facility
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EZ CALL IP 6.1 NCS Touch
6.1.8 Processing a call without speech (e.g. WC call)
Marker

How to process a call 
without speech

1 To store the call, tap on STORE. For faults and messages, tap on QUIT.
If your EZ CALL IP system supports the Store with presence function, the NCS 
Touch displays a list of presences. Then tap on your presence.
The call is stored. Faults and messages are acknowledged.

6.1.9 Voice contact
The NCS Touch allows you not only to answer calls that are indicated on the dis-
play but also make voice contact with rooms or beds. You can make voice contact 
with:
 Rooms with and without presence
 Rooms with stored calls
 Individual beds
You can also make announcements to your whole EZ CALL IP system, the station 
or individual care groups (see section 6.2.7 “Announcement” on page 53).

Identification of a call without 
speech facility

Explanation

Audio signal

Indication of the call in the display

Call LED

Table 19: Identification of a call without speech facility

Extend talk time
If you talk so long that the maximum talk time is nearly reached, the NCS Touch 
indicates this. Then tap on YES to continue talking.

New call while you are speaking
The NCS Touch indicates new calls in the display while you are in the process of 
speaking. You have the following options:
 Put the new call on hold. To do so, tap on . The NCS Touch then signals 

the new call as soon as you have ended the voice contact.
 End the voice contact and change to the new call. To do so, tap on the answer 

button.
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6.1 NCS Touch EZ CALL IP
How to make voice 
contact with a room 
with presence

1 Tap on PRES to open the list of presences.
Or tap on MENU to open the menu. Tap on the arrow keys until Lists appears 
and then tap on it. Tap on Presences.

2 Tap on the desired presence if it is not already marked.
3 Pick up the handset .

Or tap on  to speak in hands-free mode.
4 Now speak to the room with the selected presence. The person in the room 

you are speaking to can talk to you immediately.
5 End the voice contact. Replace the handset .

Or tap on .

How to make voice 
contact with a room 
with a stored call

1 Tap on STORE to open the list of stored calls.
2 Tap on the desired stored call if it is not already marked.
3 Pick up the handset .

Or tap on  to speak in hands-free mode.
4 Now you can speak to the room with the selected call immediately.
5 End the voice contact. Replace the handset .

Or tap on .

How to make voice 
contact with a room of 
the station or inter-
connection

1 Tap on MENU to open the menu.
2 Tap on the arrow keys until Voice contact appears and then tap on it.
3 Tap on the desired room if it is not already marked.

If you want to make voice contact with a room in another station, tap on ALL 
to display the rooms of all stations.

4 If there are several beds in the room with which voice contact may be estab-
lished, the NCS Touch displays a list of the beds.
Tap on the bed number or the room number.

5 Pick up the handset .
Or tap on  to speak in hands-free mode.
You can now speak to the room with which voice contact has been estab-
lished. If someone in the room presses the call button, he or she can answer 
your call.

6 End the voice contact. Replace the handset .
Or tap on .

Making voice contact with a room by dialling in privacy
You can only make voice contact with a room without a call or presence by dialling 
in privacy. You can speak, but you cannot hear anything in the room as long as 
the patient does not answer the call using the call button.
The NCS Touch indicates dial in privacy on the display: Please talk [dial in privacy].
Ask someone in the room to press the call button. You can then make voice con-
tact with the room.
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6.1.10 Announcement
How to make an 
announcement

1 Tap on MENU to open the menu.
2 Tap on Announcements.
3 Tap on the arrow keys until your desired announcement target appears, and 

tap on it.
Depending on your configuration, the announcement targets are:
– Station: Announcement to all terminals in the station
– General (“General announcement”): Announcement to all terminals of all 

stations
– Presence 1/2: Announcement to all terminals in the station in which the 

nursing staff have set the presence
– Care group: Announcement to all terminals of a care group

4 Pick up the handset  and make your announcement.
Or tap on  to speak in hands-free mode.

5 End the announcement. Replace the handset .
Or tap on .

6.1.11 Making a call
Press the call button  to make a call.
The NCS Touch indicates that a call has been made by a reassurance light next to 
the button.
You can also make a call when the NCS Touch is switched off.

6.1.12 Monitoring rooms
The NCS Touch allows you to monitor sequentially all rooms of the room list with-
out being heard in the room. You can set whether rooms with presence are to be 
missed.

How to prepare for 
listening

1 Tap on MENU to open the menu.
2 Tap on the arrow keys until Monitoring rooms appears and tap on it.
3 To change the room list, tap on Change room list.

Tap on the arrow keys until the desired room appears.
Tap on the station or a room to set it to ON (monitor) or OFF (not monitor). 
Then tap on ENTER to confirm the change. Next, tap on ESC to return to the 
next higher level.

4 If you also want to monitor rooms which have set presences, tap on Monitor 
presence. Then tap on the presence to set it to ON (monitor) or OFF (not 
monitor). Then tap on ENTER to confirm the change. Next, tap on ESC to 
return to the next higher level.

5 Tap on ESC to return to the next higher level.
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How to monitor 
sequentially all rooms 
of the room list

1 Tap on MENU to open the menu.
2 Tap on the arrow keys until Monitoring rooms appears and tap on it.
3 Tap on Start monitoring to monitor the rooms of the room list. If you want 

to hear with the handset rather than the speaker, pick up the handset  .
4 Tap on STOP to stop at a room and not move on to the next room.
5 Tap on  to make voice contact with the room. You can only speak while 

you are holding the button down.
6 Tap on CONT. to move between the rooms automatically again.
7 Finish monitoring. If you are in hands-free mode, replace the handset and pick 

it up again .
Or tap on .

6.1.13 Acknowledging faults and messages

Not only calls but also faults and messages can be indicated on the NCS Touch. 
The following faults are indicated:
 General node fault NodeFT
 Line fault in the room: CallFt

Additional faults or messages may appear on the display, depending on the set-
tings of the call system.

How to acknowledge a 
fault or message

1 Tap on QUIT to acknowledge a fault or message. It will be stored in the list of 
faults and messages.
The NCS Touch displays acknowledged faults and messages on the right in the 
start window:
– F: Fault
– M: Message

6.1.14 Telephoning
If your NCS Touch and call system are suitably configured, you can receive calls 
or call someone using the NCS Touch just as you could with an ordinary tele-
phone.

Fault messages must always be observed!
In the event of a fault, notify your head office or service department in accord-
ance with your duty instructions.

New call while you are telephoning
The NCS Touch indicates new calls in the display while you are in the process of 
telephoning. You have the following options:
 Put the new call on hold. To do so, tap on ENTER. The NCS Touch then signals 

the new call as soon as you have ended the call.
 End the call and change to the new call. To do so, tap on the answer button 

.
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How to telephone with 
the NCS Touch

1 Pick up the handset .
If you do not pick up the handset, you automatically speak in hands-free 
mode.

2 Tap on the telephone symbol  to select the telephone function.
3 Enter the telephone number. If you want to delete a character, tap on the 

arrow key .
To obtain a dial tone for an outside line, dial the same number as you would 
from other telephones in your telephone system.
If you have entered the wrong telephone number, tap on the answer button 

 and start again.
4 When the called person answers, speak to him/her.
5 If a call is made during the call, this is indicated in the display.

Tap on ENTER to put the call on hold. Or end your call and receive the other 
call. To do so, tap on the answer button .
If you put the call on hold, the NCS Touch signals the new call as soon as you 
have ended your call.

6 End your call. Replace the handset .
Alternatively, tap on the answer button .

6.1.15 Signal emergency mode

6.1.16 Additional functions
How to open a door 
with the NCS Touch

1 If the door bell rings, the NCS Touch indicates a door call.
2 Pick up the handset . Or tap on the answer button  to speak in 

hands-free mode.
The button DOOR appears in the display.

3 Now activate the door opener. Tap on DOOR to open the door.
The door opener is activated for 2 seconds.

4 End your call. Replace the handset .
Alternatively, tap on the answer button .

How to change an 
interconnection

1 Tap on MENU to open the menu.
2 Tap on Interconnection.
3 Tap on the arrow keys until the desired interconnection appears.

Tap on the interconnection to set it to ON or OFF. Then tap on ENTER to con-
firm the change.

4 Next, tap on ESC to return to the next higher level.

Emergency mode must always be heeded!
If the NCS Touch indicates emergency mode, inform your head office or service 
department in accordance with your duty instructions.
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How to check a list 1 Tap on MENU to open the menu.
2 Tap on the arrow keys until Lists appears and then tap on it.
3 Tap on the list that you want to check:

– Presences
– Messages
– Stored calls (depending on the configuration of the NCS Touch, you can 

store stored calls again or you can delete them.)
– Faults

4 Tap on the arrow keys to display all elements of the list.
You can answer or make voice contact with presences and stored calls with 
speech. Tap on the desired presence or the stored call.

5 Pick up the handset .
Or tap on  to speak in hands-free mode.
Now speak to the selected room. The nursing staff or the patient in the 
selected room can talk to you immediately.

6 End the voice contact. Replace the handset .
Alternatively, tap on the answer button .

7 Next, tap on ESC to return to the next higher level.

6.1.17 Settings for EZ CALL IP
How to assign a room 
to a care group

1 Tap on MENU to open the menu.
2 Tap on the arrow keys until Management appears and then tap on it.
3 Tap on Groups.
4 Tap on the arrow keys until the room that you want to assign to another care 

group is displayed.
Keep tapping on the room until the NCS Touch indicates the desired care 
group. Then tap on ENTER to confirm the change.
WARNING: When you assign a room to another care group, it takes approx. 15 
seconds for the room to apply the change. No calls can be made in this room 
during this time. Patients could be put at risk.

5 Next, tap on ESC to return to the next higher level.

How to deactivate 
dialling in privacy for 
individual rooms

1 You can activate or deactivate dialling in privacy for individual rooms. Without 
dialling in privacy you can monitor a room without anyone in the room press-
ing the call button.

2 Tap on MENU to open the menu.
3 Tap on the arrow keys until Management appears and then tap on it.
4 Tap on Voice contact and then Dial in privacy.
5 Tap on the arrow keys until the room whose dial in privacy setting you want to 

change appears.
Tap on the room to set the dial in privacy setting to ON or OFF. Then tap on 
ENTER to confirm the change.

6 Next, tap on ESC to return to the next higher level.
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How to change the call 
forwarding volume

1 You can change the volume of the call tone for call forwarding in the station 
or care group of the NCS Touch.

2 Tap on MENU to open the menu.
3 Tap on Call forwarding.

Tap on the volume until the NCS Touch indicates the desired volume. Then tap 
on ENTER to confirm the change. 

4 Next, tap on ESC to return to the next higher level.

How to change the 
gong volume when 
making voice contact 
with individual rooms

1 You can change the gong volume for making voice contact with individual 
rooms in the station or care group of the NCS Touch.

2 Tap on MENU to open the menu.
3 Tap on the arrow keys until Management appears and then tap on it.
4 Tap on Voice contact and then Gong volume.
5 Tap on the arrow keys until the room whose gong volume you want to change 

is displayed.
Keep tapping on the room until the NCS Touch indicates the desired gong vol-
ume. Then tap on ENTER to confirm the change.

6 Next, tap on ESC to return to the next higher level.

How to store a call of a 
component from 
which a call was made 
but that then 
developed a fault.

1 If a call was made by a component but this component then developed a fault, 
the call can no longer be stored or cancelled in the normal way. This call con-
tinues to be signalled in the station by call forwarding. However, you can still 
store or cancel the call in the Management menu.

2 Tap on MENU to open the menu.
3 Tap on the arrow keys until Management appears and then tap on it.
4 Tap on Management and then Cancel call or Store call.
5 Tap on the arrow keys until the call that you want to store or cancel appears. 

Then tap on ENTER to confirm the change.
The call is now cancelled in the station. When the fault is rectified, however, 
the component makes the call again. You can now store or cancel the call in 
the normal way.

6 Next, tap on ESC to return to the next higher level.

6.1.18 Settings for the NCS Touch
How to change the 
volume of the NCS 
Touch

1 Tap on  while in voice contact. Then tap on the arrow keys to change 
the volume of the speaker.

2 Tap on  again to store the changed volume.
The NCS Touch remembers the volume, even when it is switched off.
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Switching the call tone 
(sounder) on and off

How to switch the call 
tone (sounder) on or 
off

1 The NCS Touch gives a call tone when it indicates a new call or the NCS Touch 
is addressed.
When you cancel the presence, the call tone will be switched on again.

2 Tap on MENU to open the menu.
3 Tap on the arrow keys until Sounder appears and then tap on it.
4 Tap on Sounder to set the tone signal to ON or OFF. Then tap on ENTER to 

confirm the change.
When you cancel the presence, the call tone will be switched on again.

5 Next, tap on ESC to return to the next higher level.

How to change the 
time and date on the 
NCS Touch

1 Tap on MENU to open the menu.
2 Tap on the arrow keys until Management appears and then tap on it.
3 Tap on the arrow keys until Time and date appears and tap on it.
4 Enter the time, and underneath it the date.
5 You can move from one position to the next using the arrow keys.
6 Then tap on ENTER to confirm the change. 
7 Next, tap on ESC to return to the next higher level.

How to change the 
display contrast

1 Tap on MENU to open the menu.
2 Tap on the arrow keys until Management appears and then tap on it.
3 Tap on the arrow keys until Contrast appears and then tap on it.
4 Tap on the arrow keys until the display is using the desired contrast. Or tap on 

the bar to increase or reduce the contrast.
5 Then tap on ENTER to confirm the change. 
6 Next, tap on ESC to return to the next higher level.

For service personnel 
only: Changing 
passwords for menu 
items

When configuring the NCS Touch with the ZETLON configuration software, you 
can determine whether a password is required for individual menus. In this case 
the user can open the menu only when he enters the password or the service 
password. You can change the password in the NCS Touch.

For service personnel 
only: How to change 
the customer 
password

1 Tap on MENU to open the menu.
2 Tap on the arrow keys until Management appears and then tap on it.
3 Tap on the arrow keys until Change password appears and then tap on it.
4 Enter the old password and tap on ENTER to confirm it.
5 Then enter the new password and tap on ENTER to confirm it.

The password can consist of 2 to 8 characters.
6 Then enter the new password again and tap on ENTER to confirm it.

The NCS Touch has now accepted the new password.
7 Next, tap on ESC to return to the next higher level.

Preset customer password
The preset customer password is empty.
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6.1.19 Service
CAUTION: For service 
personnel only

This information is for service personnel only.
If you use these functions without authorisation, you could deactivate the auto-
matic monitoring of devices of the EZ CALL IP system and put patients at risk.
If monitoring for a node is switched off, this does not comply with DIN VDE 0834.

Settings of the NCS 
Touch may be 
overwritten in the 
event of a software 
update.

You can use the NCS Touch to change settings that affect other nodes, such as 
changing assigned care groups.
These changes may be overwritten when you update the NCS Touch software. 
They will be lost.

All service functions 
are protected by the 
service password

All service functions are protected by the service password.
This service password is known only to the service personnel.

How to configure the 
NCS Touch with the 
Service menu

1 Press the presence button to switch the NCS Touch on.
2 Tap on MENU to open the menu.
3 Tap on the arrow keys until Service appears and then tap on it.
4 Enter the password for the NCS Touch and tap on ENTER.

If you want to delete a character, tap on the arrow key .
5 Tap on the various menu items to set or check them:

– Node monitoring: Tap on the individual nodes to activate or deactivate 
monitoring. Then tap on ENTER to confirm the change.
Please note: If monitoring for a node is switched off, this does not comply 
with DIN VDE 0834.

– Initialise password: Tap on ENTER to reset the password for the Manage-
ment menu. No password is set when delivered.

– Version: In this window you can display the hardware and software ver-
sions of the NCS Touch.

– Software update: Tap on this if you want to update the software of the 
NCS Touch. The NCS Touch then looks for the software on a connected USB 
stick and uses it to update the software of the NCS Touch.

6 Next, tap on ESC to return to the next higher level.
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6.2 CT Touch
6.2.1 Overview
Use The CT Touch is the communication terminal for use in patient's rooms and in 

ancillary rooms with roomwise or bedhead speed.
The CT Touch allows you to set your presence with an RFID tag as well.

CT Touch

Buttons

Membrane buttons

Fig. 15: CT Touch
1– Loudspeaker
2– Display (touchscreen)
3– Membrane keyboard
4– Service pin for CT Touch LON (press presence 1 and in the middle of the buttons at the same 

time), service LED
Service pin for CT Touch LAN, see section 6.2.18 “Service” on page 61.

5– USB 2.0 mini-B socket for USB stick for software update
Use USB adapter OTG for connecting USB sticks.

6– Microphone

1

3

5

2

4

6

Setting presence
Only if you set your presence can you use the CT Touch and process calls.
However, you can also make a call with the call button without setting your pres-
ence.

Button Explanation

Call button
 Make a patient call.
 Reassurance light on: Call has been initiated.

Code blue panel
 Make a configured call.
 Reassurance light on: Call has been initiated.

Table 20: Membrane buttons and what they mean
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Buttons on the display

 

Presence button 1/2
 Set or cancel presence.
 Switch CT Touch on or off with the presence.
 Cancel calls that were made on this CT Touch with the 

presence.
 LED on: Presence has been set.

Call LED
The LED indicates new calls, faults and messages.

Button Explanation

Table 20: Membrane buttons and what they mean (cont.)

Button Explanation

Answer
 When a call with speech is indicated: Answer a call.
 To end the current voice contact, press the button again. 

Emergency calls are stored automatically.

Store call
Please note: STORE is a list of stored calls

Mute the microphone of the CT Touch and switch it on 
again

PTT (Push to talk)
When you answer a call or make voice contact with a room, 
the NCS Touch automatically switches the direction of speech 
between the people talking.
 If loud noises or conversations disturb voice contact at your 

end or at the other end of the line, press the PTT button 
and hold it down for as long as you want to speak.

 The CT Touch changes to PTT mode. To speak, press the 
PTT button  and hold it down.

 When you release the PTT button again, the direction of 
speech changes. You can now hear the person at the other 
end of the line.

 The PTT buttons   indicate that you are in PTT 
mode. The symbol on the button indicates the direction of 
speech when you press the button.

 Once the voice contact has been ended, the CT Touch 
reverts to automatic mode again.

Voice contact

Announcement

Change volume
You can change the volume during voice contact.

Table 21: Buttons on the display and what they mean

STORE

PTT

PTT

PTT

PTT

PTT

PTT PTT
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Postpone call
If a new call is signalled during voice contact, you can sup-
press signalling on the CT Touch using this button. This allows 
you to continue talking undisturbed. 
The call is not stored or cancelled. It is only signalled on this 
CT Touch.
The call will be displayed again as soon as you have finished 
your voice contact.

Telephoning
The CT Touch opens a field for entering the telephone num-
ber.

Open menu

Confirm change

Return to the next higher level in the menu

Open list of presences

Open list of stored calls

Resetting the list of rooms (depending on your system)
See here:
6.2.9 “Monitoring rooms” on page 53
“How to deactivate dialling in privacy for individual rooms” on 
page 58
“How to change the gong volume when making voice contact 
with individual rooms” on page 59

Open door
The display button DOOR appears during voice contact with 
the door. If you then tap on this button, you can open the 
door.

Cancel timer for call line

Button Explanation

Table 21: Buttons on the display and what they mean (cont.)

MENU

ENTER

ESC

PRES

STORE

RESET

DOOR

CLEAR
46 User Manual Doc. version 1.0



EZ CALL IP 6.2 CT Touch
Display All events (calls, messages, faults, presences) are indicated on the display (see fig-
ure 16).

A call is displayed in the call list in the following format:
SSSSSSSS #TTTTTT RRRRRR LLLLLLLL

The format is explained in table 22.

Fig. 16: Display of the CT Touch
1– Current calls
2– E – Emergency mode (flashing)
3– T – Timer

F – Faults
M – Messages
Tap on the symbol to open the list.

4– Frequently used lists and functions

Symbols Explanation

SSSSSSSS Station/group (only if a call is stored)

TTTTTT Call text

RRRRRR Room

LLLLLLLL Call line (e.g. bed)

# A # sign before the call designation indicates that 
this call is a stored call that will be signalled again.

Table 22: Display format and explanation
The presentation in the fields depends on the settings of the call system.

FT

STORE MENU

/TTTTTT LLLLLLLL

E
SSSSSSSS

RRRRRR
1

3

4

2
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Menu
Menu items hidden
The service personnel can hide or display menu items.
This means that some menu items may not be shown on your CT Touch.

Menu (function) Submenu Explanation

Announcement Station Make an announcement to all ter-
minals in the station.

General Make an announcement to all ter-
minals of all stations.

Presence 1/2 Make an announcement to all ter-
minals in the station in which the 
nursing staff have set presence 1 
or presence 2.

Groups Make an announcement to all ter-
minals of a care group.

Interconnection Interconnection The CT Touch indicates all inter-
connections of your station with 
other stations. Select the intercon-
nections with the groups or sta-
tions that the CT Touch is to mon-
itor.

Timer Select timer Select a timer for the various call 
lines in the room. Set the time 
after which the timer is to trigger a 
call.

Lists Presences The CT Touch indicates all pres-
ences of your station. You can 
select and make voice contact with 
presences with a speech facility.

Messages The CT Touch indicates all mes-
sages of your station.

Stored calls The CT Touch indicates all stored 
calls of your station. You can select 
and make voice contact with 
stored calls with a speech facility.

Faults The CT Touch indicates all faults of 
your station.

Call forwarding Volume control Change the volume for forwarded 
calls.

Voice contact Rooms and call 
terminals

Select a room with speech with 
which you want to make voice con-
tact.

Call tone Call tone Switch the call tone signal of the 
CT Touch on or off.

Monitoring rooms Start monitoring Monitor sequentially all rooms of 
the room list without being heard 
in the room.

Table 23: Menu structure
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Change room list Add rooms that you want to mon-
itor, or delete them from the list.

Monitor presence Determine whether rooms with a 
set presence are to be able to be 
monitored.

Management Groups Change the assignment of a room 
to a care group.

Voice contact, dial 
in privacy

Change the dial in privacy setting 
for making voice contact with indi-
vidual rooms.

Voice contact, 
Gong volume

Change the volume of the gong 
when making voice contact with 
individual rooms.

Change password Change the password for single 
menu items.

Time and date Change the time and date.

Contrast Change the display contrast.

Service Node monitoring Here the service personnel can 
switch node monitoring for indi-
vidual nodes on and off.
If monitoring for a node is 
switched off, this does not comply 
with DIN VDE 0834.

Initialise pass-
word

Here the service personnel can 
cancel the customer password.

Version Here the service personnel can 
view technical data about the CT 
Touch.
LAN only: Press the service pin.

Software update Restart and update software.

IP address (LAN 
only)

Check and change the IP address 
of the CT Touch LAN, the gateway, 
the subnet mask and the IP 
address of the TCP/IP gateway.

Menu (function) Submenu Explanation

Table 23: Menu structure (cont.)
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6.2.2 Use, general information
Touchscreen (touch-
sensitive screen)

You can execute all functions of the CT Touch using the touchscreen. Please note:
 Do not use any sharp objects to operate the touchscreen.
 Just tap gently on the touchscreen.
 Information on cleaning and disinfection can be found in section 10.5 “Clean-

ing and disinfection” on page 91.

Navigation in the 
menu

 Tap on the individual menu items to open or select a menu. To return to the 
next higher level in the menu, tap on ESC.

 To scroll in a menu, tap on the arrow keys on the right-hand side.
 If you want to change a value, tap on it to select it and then change it. Then tap 

on ENTER to confirm the change.
 The CT Touch returns to the start window if you do not tap on the touchscreen 

for 20 seconds.

Password-protected 
menus

Some menus may be protected with a password. 
If a password is allocated for a menu, enter the password and then tap on ENTER.
If you want to delete a character, tap on the arrow key .
If you want to enter figures, tap on 1..9. Tap on A..Z to enter letters again.

6.2.3 Switching on the CT Touch
How to switch the CT 
Touch on

1 Press the presence button  to set your presence and switch the CT Touch 
on.
Only if you have set your presence can you use the CT Touch. You can also 
make a call when the CT Touch is switched off.
An LED beside the presence button indicates the set presence.

6.2.4 Answering a call with speech facility
Extend talk time
If you talk so long that the maximum talk time is nearly reached, the CT Touch 
indicates this with a gong sound. To continue talking, tap on YES in response to 
the question.

New call while you are answering a call
The CT Touch indicates new calls in the display while you are in the process of 
answering a call. You have the following options:
 Put the new call on hold. To do so, tap on . The CT Touch then signals 

the new call as soon as you have finished the current call.
 End the current call and change to the new call. To do so, tap on the answer 

button. The CT Touch stores the old call.
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Marker

How to answer a call 
with speech

1 Tap on the answer button  to speak in hands-free mode.
2 To store the call, tap on STORE.

If your EZ CALL IP system supports the store with presence function, the CT 
Touch shows a list of presences. Then tap on your presence. The call is stored.
Emergency calls are stored automatically after voice contact is ended.

3 Tap on the answer button  to end the voice contact.

6.2.5 Processing a call without speech (e.g. WC call)
Marker

How to process a call 
without speech

1 To store the call, tap on STORE. For faults and messages, tap on QUIT.
If your EZ CALL IP system supports the store with presence function, the CT 
Touch shows a list of presences. Then tap on your presence.
The call is stored. Faults and messages are acknowledged.

Identification of a call with 
speech facility

Explanation

Audio signal

Indication of the call in the display

Call LED

Call with speech facility, also answer but-
ton in the display.

Table 24: Identification of a call with speech facility

Identification of a call without 
speech facility

Explanation

Audio signal

Indication of the call in the display

Call LED

Table 25: Identification of a call without speech facility
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6.2.6 Voice contact
The CT Touch allows you not only to answer calls that are indicated on the display 
but also make voice contact with rooms or beds. You can make voice contact 
with:
 Rooms with and without presence
 Rooms with stored calls
 Individual beds
You can also make announcements to your whole EZ CALL IP system, the station 
or individual care groups (see section 6.2.7 “Announcement” on page 53).

How to make voice 
contact with a room 
with presence

1 Tap on PRES to select the list of presences.
Or tap on MENU to open the menu. Tap on the arrow keys until Lists appears 
and then tap on it. Tap on Presences.

2 Tap on the desired presence if it is not already marked.
3 Tap on  to speak in hands-free mode.
4 Now speak to the room with the selected presence. The person in the room 

you are speaking to can talk to you immediately.
5 End the voice contact. Tap on .

How to make voice 
contact with a room 
with a stored call

1 Tap on STORE to open the menu.
2 Tap on the desired stored call if it is not already marked.
3 Tap on  to speak in hands-free mode.
4 Now you can speak to the room with the selected call immediately.
5 End the voice contact. Tap on .

Extend talk time
If you talk so long that the maximum talk time is nearly reached, the CT Touch 
indicates this. Then tap on YES to continue talking.

New call while you are in voice contact
The CT Touch indicates new calls in the display while you are in the process of 
speaking. You have the following options:
 Put the new call on hold. To do so, tap on . The CT Touch then signals 

the new call as soon as you have ended the voice contact.
 End the voice contact and change to the new call. To do so, tap on the answer 

button.

Making voice contact with a room by dialling in privacy
You can only make voice contact with a room without a call or presence by dialling 
in privacy. You can speak, but you cannot hear anything in the room as long as 
the patient does not answer the call using the call button.
The CT Touch indicates dial in privacy on the display: Please talk [dial in privacy].
Ask someone in the room to press the call button. You can then speak to the 
room.
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How to make voice 
contact with a room of 
the station or inter-
connection

1 Tap on MENU to open the menu.
2 Tap on the arrow keys until Voice contact appears and then tap on it.
3 Tap on the desired room if it is not already marked.

The list shows all rooms that were assigned in the configuration.
If you want to search for a room or make voice contact with a room in another 
station, tap on Search. Then tap on the first characters of the room name and 
tap on ENTER. The CT Touch shows all rooms beginning with those letters.
The list shows all rooms that were assigned in the configuration.
If you want to delete a character, tap on the arrow key .
If you want to enter figures, tap on 1..9. Tap on A..Z to enter letters again.

4 If there are several beds in the room that can be spoken to, the CT Touch 
shows a list of the beds.
Tap on the bed number or the room number.

5 Tap on  to speak in hands-free mode.
You can now speak to the desired room. If someone in the room presses the 
call button, he or she can answer your call.

6 End the voice contact. Tap on .

6.2.7 Announcement
How to make an 
announcement

1 Tap on MENU to open the menu.
2 Tap on Announcement.
3 Tap on the arrow keys until your desired announcement target appears, and 

tap on it.
Depending on your configuration, the announcement targets are:
– Station: Announcement to all terminals in the station
– General (“General announcement”): Announcement to all terminals of all 

stations
– Presence 1/2: Announcement to all terminals in the station in which the 

nursing staff have set the presence
– Care group: Announcement to all terminals of a care group

4 Tap on  to speak in hands-free mode. Make your announcement.
5 End the announcement. Tap on .

6.2.8 Making a call
Press the call button  or  to make a call.
The CT Touch shows that a call has been made by the reassurance light next to 
the button.
You can also make a call when the CT Touch is switched off.

6.2.9 Monitoring rooms
The CT Touch enables you to monitor all rooms in the room list successively with-
out you yourself being heard in the room. You can set whether rooms with pres-
ence are to be missed.
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How to prepare for 
listening

1 Tap on MENU to open the menu.
2 Tap on the arrow keys until Monitoring rooms appears and tap on it.
3 To change the room list, tap on Change room list.

Tap on the arrow keys until the desired room appears.
Tap on the station or a room to set it to ON (monitor) or OFF (not monitor). 
Then tap on ENTER to confirm the change. Next, tap on ESC to return to the 
next higher level.
If you want to reset the room list to the original value, tap on RESET (depend-
ing on your system).

4 If you also want to monitor rooms which have set presences, tap on Monitor 
presence. Then tap on the presence to set it to ON (monitor) or OFF (not 
monitor). Then tap on ENTER to confirm the change. Next, tap on ESC to 
return to the next higher level.

5 Tap on ESC to return to the next higher level.

How to monitor 
sequentially all rooms 
of the room list

1 Tap on MENU to open the menu.
2 Tap on the arrow keys until Monitoring rooms appears and tap on it.
3 Tap on Start monitoring to monitor the rooms of the room list.
4 Tap on STOP to stop at a room and not move on to the next room.
5 Tap on  to make voice contact with the room. You can only speak while 

you are holding the button down.
6 Tap on CONT. to move between the rooms automatically again.
7 Finish monitoring. Tap on .

6.2.10 Acknowledging faults and messages

The CT Touch can indicate not just calls, but faults and messages as well. The fol-
lowing faults are indicated:
 General node fault NodeFT
 Line fault in the room: CallFt

Additional faults or messages may appear on the display, depending on the set-
tings of the call system.

How to acknowledge a 
fault or message

1 Tap on QUIT to acknowledge a fault or message. It will be stored in the list of 
faults and messages.
The CT Touch displayed acknowledged faults and messages on the right in the 
start window:
– F: Fault
– M: Message

Fault messages must always be observed!
In the event of a fault, notify your head office or service department in accord-
ance with your duty instructions.
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6.2.11 Telephoning
If your CT Touch and call system are suitably configured, you can receive calls or 
call someone using the CT Touch just as you could with an ordinary telephone.

How to telephone with 
the CT Touch

1 Tap on the telephone symbol  to select the telephone function.
2 Enter the telephone number. If you want to delete a character, tap on the 

arrow key .
To obtain a dial tone for an outside line, dial the same number as you would 
from other telephones in your telephone system.
If you have entered the wrong telephone number, tap on the answer button 

 and start again.
3 When the called person answers, speak to him/her.
4 If a call is made during the call, this is indicated in the display.

Tap on ENTER to put the call on hold. Or end your call and receive the other 
call. To do so, tap on the answer button .
If you put the call on hold, the CT Touch signals the new call as soon as you 
have ended your call.

5 End your call. Tap on the answer button .

6.2.12 Timer
Select a timer for the various call lines in the room. Set the time after which the 
timer is to trigger a call.

How to set the timer 1 Tap on MENU to open the menu.
2 Tap on Timer.
3 Tap on the call line for which you want to set a timer.
4 Tap on  or  to set the hours and minutes for the timer. Then tap on 

ENTER to confirm the change. Next, tap on ESC to return to the next higher 
level.

5 If you want to cancel a timer, tap on T in the start window in order to display 
the activated timer. Tap on the timer and then tap on CANCEL to cancel the 
timer.

6 Tap on ESC to return to the next higher level.

New call while you are telephoning
The CT Touch indicates new calls in the display while you are in the process of 
telephoning. You have the following options:
 Put the new call on hold. To do so, tap on ENTER. The CT Touch then signals 

the new call as soon as you have ended the call.
 End the call and change to the new call. To do so, tap on the answer button 

.

+ –
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6.2.13 Additional display buttons
Additional display buttons can be configured in the CT Touch (see figure 17, 
example). The possible functions are shown in table 26.
The texts and colours of the display buttons can be adapted to individual require-
ments. The display buttons on your CT Touch may therefore look different. Figure 
17 shows an example for the configuration of the display buttons.
The CT Touch only shows the display buttons if the presence is set, there is no 
call and no menu is open.

Fig. 17: Display of the CT Touch with display buttons (example)

Function of the display 
button

Explanation

Announcement Tap on the display button to make an immediate 
announcement to the set destination.

Voice contact Tap on the display button to speak to the set room 
or bed immediately.

Telephone Tap on the display button to call the set telephone 
number. In the example in figure 17: Call reception.

Menu Tap on the display button to open the set submenu.
You may need to enter your password to do so.
Examples: Interconnection, Timer, Open lists.

Clean room Tap on the display button to send the Clean room 
message.
The recipient then knows that the room is dirty and 
needs to be cleaned.
To change this room status, press on Room cleaning 
or Room ready.

Room cleaning Tap on the display button to send the Room cleaning 
message.
The recipient then knows that the room is being 
cleaned at the moment.
To change this room status, press on Clean room or 
Room ready.

Table 26: Possible functions of the display buttons

MENU

Announce
pres 2

Timer

Listen into
room

Speak to
R 101

Day/
night

Call gate
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6.2.14 Signal emergency mode

6.2.15 Additional functions
How to open a door 
with the CT Touch

1 When the doorbell rings, the CT Touch indicates a door call.
2 Tap on the answer button  to speak in hands-free mode.

The button DOOR appears in the display.
3 Now activate the door opener. Tap on DOOR to open the door.

The door opener is activated for 2 seconds.
4 End your call. Tap on the answer button .

How to change an 
interconnection

1 Tap on MENU to open the menu.
2 Tap on Interconnection.
3 Tap on the arrow keys until the desired interconnection appears.
4 Tap on the interconnection to set it to ON or OFF. Then tap on ENTER to con-

firm the change.
Your configuration may not allow you to change the interconnection, just view 
the current setting.

5 Next, tap on ESC to return to the next higher level.

Room ready Tap on the display button to send the Room ready 
message.
The recipient then knows that the room is ready.
If the room is occupied and you want to clear this 
room status, press on Room ready again.
The recipient then knows that the room is occupied.
If cleaning is necessary, you can also press on Clean 
room or Room cleaning.

Function of the display 
button

Explanation

Table 26: Possible functions of the display buttons (cont.)

Emergency mode must always be heeded!
If the CT Touch indicates emergency mode, inform your head office or service 
department in accordance with your duty instructions.
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How to check a list 1 Tap on MENU to open the menu.
2 Tap on the arrow keys until Lists appears and then tap on it.
3 Tap on the list that you want to check.

– Presences
– Messages
– Stored calls (depending on how the CT Touch is configured, you can store 

or cancel calls again)
– Faults

4 Tap on the arrow keys of the scroll bar to display all elements of the list.
You can answer or make voice contact with presences and stored calls with 
speech. Tap on the desired presence or the stored call.
Tap on  to speak in hands-free mode.
Now speak to the selected room. The nursing staff or the patient in the called 
room can talk to you immediately.
End the voice contact. Tap on the answer button .

5 Next, tap on ESC to return to the next higher level.

6.2.16 Settings for EZ CALL IP
How to assign a room 
to a care group

1 Tap on MENU to open the menu.
2 Tap on the arrow keys until Management appears and then tap on it.
3 Tap on Groups.
4 Tap on the arrow keys until the room that you want to assign to another care 

group is displayed.
5 Keep tapping on the room until the CT Touch indicates the desired care 

group. Then tap on ENTER to confirm the change. 
WARNING: When you assign a room to another care group, it takes approx. 15 
seconds for the room to apply the change. No calls can be made in this room 
during this time. Patients could be put at risk.

6 Next, tap on ESC to return to the next higher level.

How to deactivate 
dialling in privacy for 
individual rooms

1 You can activate or deactivate dialling in privacy for individual rooms. Without 
dialling in privacy you can monitor a room without anyone in the room press-
ing the call button.

2 Tap on MENU to open the menu.
3 Tap on the arrow keys until Management appears and then tap on it.
4 Tap on Voice contact and then Dial in privacy.
5 Tap on the arrow keys until the room whose dial in privacy setting you want to 

change appears.
6 Tap on the room to set the dial in privacy setting to ON or OFF. Then tap on 

ENTER to confirm the change. EZ CALL IP marks the room with an asterisk 
(depending on your system).

7 If you want to reset the room list to the original value, tap on RESET (depend-
ing on your system).

8 Next, tap on ESC to return to the next higher level.
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How to change the call 
forwarding volume

1 You can change the volume of the call tone for call forwarding in the station 
or care group of the CT Touch.

2 Tap on MENU to open the menu.
3 Tap on Call forwarding.
4 Tap on the volume until the CT Touch indicates the desired volume. Then tap 

on ENTER to confirm the change. 
5 Next, tap on ESC to return to the next higher level.

How to change the 
gong volume when 
making voice contact 
with individual rooms

1 You can change the gong volume when making voice contact with individual 
rooms of the station or care group of the CT Touch.

2 Tap on MENU to open the menu.
3 Tap on the arrow keys until Management appears and then tap on it.
4 Tap on Voice contact and then Gong volume.
5 Tap on the arrow keys until the room whose gong volume you want to change 

is displayed. 
6 Keep tapping on the room until the CT Touch indicates the desired gong vol-

ume. Then tap on ENTER to confirm the change.
7 If you want to reset the volumes in the rooms to the original value, tap on 

RESET (depending on your system).
8 Next, tap on ESC to return to the next higher level.

6.2.17 Settings for the CT Touch
How to change the 
volume of the CT 
Touch

1 Tap on  while in voice contact. Then tap on the arrow keys to change the 
volume of the speaker.

2 Tap on  again to store the changed volume.
The CT Touch stores the volume even when it is switched off.

How to switch the call 
tone (sounder) on or 
off

1 The CT Touch gives a tone signal when it indicates a new call or the CT Touch 
is spoken to.
When you cancel the presence, the call tone will be switched on again.

2 Tap on MENU to open the menu.
3 Tap on the arrow keys until Sounder appears and then tap on it.
4 Tap on Sounder to set the tone signal to ON or OFF. Then tap on ENTER to 

confirm the change.
When you cancel the presence, the call tone will be switched on again.

5 Next, tap on ESC to return to the next higher level.

How to change the 
time and date on the 
CT Touch

1 Tap on MENU to open the menu.
2 Tap on the arrow keys until Management appears and then tap on it.
3 Tap on the arrow keys until Time and date appears and tap on it.
4 Enter the time, and underneath it the date.
5 You can move from one position to the next using the arrow keys.
6 Tap on ENTER to confirm the change. 
7 Next, tap on ESC to return to the next higher level.
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How to change the 
display contrast

1 Tap on MENU to open the menu.
2 Tap on the arrow keys until Management appears and then tap on it.
3 Tap on the arrow keys until Contrast appears and then tap on it.
4 Tap on the arrow keys until the display is using the desired contrast. Or tap on 

the bar to increase or reduce the contrast.
5 Tap on ENTER to confirm the change. 
6 Next, tap on ESC to return to the next higher level.

How to reload the list 
of rooms for voice 
contact

Reload the list of rooms for voice contact if you notice that texts or rooms are 
missing.
1 Tap on MENU to open the menu.
2 Tap on the arrow keys until Management appears and then tap on it.
3 Tap on the arrow keys until Voice contact appears. Tap on it and then on 

Loading room list. Confirm when asked Loading node list.
The CT Touch deletes the list of rooms you can make voice contact with and 
reloads the room list.
See also section 6.2.6 “Voice contact” on page 52.

4 Tap on ENTER to confirm the change. 
5 Next, tap on ESC to return to the next higher level.

For service personnel 
only: Changing 
passwords for menu 
items

When configuring the CT Touch using the ZETLON configuration software, you 
can specify whether a password is required for individual menus. In this case the 
user can open the menu only when he enters the password or the service pass-
word. You can change the password in the CT Touch.

Service personnel 
only: How to change 
the customer 
password

1 Tap on MENU to open the menu.
2 Tap on the arrow keys until Management appears and then tap on it.
3 Tap on the arrow keys until Change password appears and then tap on it.
4 Enter the old password and tap on ENTER to confirm it.

If you want to delete a character, tap on the arrow key .
If you want to enter figures, tap on 1..9. Tap on A..Z to enter letters again.

5 Then enter the new password and tap on ENTER to confirm it.
The password can consist of 2 to 8 characters.

6 Then enter the new password again and tap on ENTER to confirm it.
The CT Touch has now accepted the new password.

7 Next, tap on ESC to return to the next higher level.

Preset customer password
The preset customer password is empty.
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6.2.18 Service
CAUTION: For service 
personnel only

This information is for service personnel only.
If you use these functions without authorisation, you could deactivate the auto-
matic monitoring of devices of the EZ CALL IP system and put patients at risk.
If monitoring for a node is switched off, this does not comply with DIN VDE 0834.

Settings of the CT 
Touch may be 
overwritten in the 
event of a software 
update.

You can use the CT Touch to change settings that affect other nodes, such as 
changing assigned care groups.
These changes may be overwritten when you update the CT Touch software. 
They will be lost.

All service functions 
are protected by the 
service password

All service functions are protected by the service password.
This service password is known only to the service personnel.

How to start up the CT 
Touch

1 Press the presence button to switch the CT Touch on.
2 Tap on MENU to open the menu.
3 Tap on the arrow keys until Service appears and then tap on it.
4 Enter the password for the CT Touch and tap on ENTER.

If you want to delete a character, tap on the arrow key .
If you want to enter figures, tap on 1..9. Tap on A..Z to enter letters again.

5 Tap on the various menu items to set or check them:
– Node monitoring: Tap on the individual nodes to activate or deactivate 

monitoring. Then tap on ENTER to confirm the change.
Please note: If monitoring for a node is switched off, this does not comply 
with DIN VDE 0834.

– Initialise password: Tap on ENTER to reset the password for the Manage-
ment menu. No password is set when delivered.

– Version: In this window you can display the hardware and software ver-
sions of the CT Touch.
Srv.Pin (CT Touch LAN only): Tap on Srv.Pin if you want to initiate the ser-
vice pin.

– Software update: If you want to update the software of the CT Touch, tap 
on Software update and then press both presence buttons immediately. 
Do not release the two presence buttons until the CT Touch restarts. The 
CT Touch then looks for the software on a connected USB stick and uses it 
to update the software of the CT Touch.
If you press the presence buttons too late or not for long enough, the CT 
Touch will restart.

– IP address (CT Touch LAN only): Change the IP address if there are special 
requirements or if you want to preconfigure a CT Touch LAN before later 
replacing it. You can change these IP addresses:
IP address of the CT Touch LAN
IP address of the gateway (router)
Subnet mask of the CT Touch LAN
IP address of the TCP/IP gateway

6 Next, press ESC to return to the next higher level.
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6.3 CT Touch for door
6.3.1 Overview
Use On the CT Touch for door a visitor can press the door bell. A call is then displayed 

on the nursing staff's answer station, enabling them to talk to the visitor. Depend-
ing on the configuration, the nursing staff can also open the door.

Components The components of the CT Touch for door are described in figure 18.

CT Touch for door

Membrane buttons

Fig. 18: CT Touch for door
1– Loudspeaker
2– Display (touchscreen)
3– For service only: Service PIN
4– For service only: Service LED
5– For service only: Presence 1 and 2
6– Doorbell
7– USB 2.0 mini-B socket for USB stick for software update

Use USB adapter OTG for connecting USB sticks.
8– Microphone

Please talk!

1

3

7

2

6

4 5

8

Button Explanation

Call button
 Press the doorbell.
 Reassurance light on: Doorbell call has been initiated.

Table 27: Membrane buttons and what they mean
62 User Manual Doc. version 1.0



EZ CALL IP 6.3 CT Touch for door
6.3.2 Service
CAUTION: For service 
personnel only

This information is for service personnel only.
If you use these functions without authorisation, you could deactivate the auto-
matic monitoring of devices of the EZ CALL IP system and put patients at risk.
If monitoring for a node is switched off, this does not comply with DIN VDE 0834.

All service functions 
are protected by the 
service password

All service functions are protected by the service password.
This service password is known only to the service personnel.

Service menu

How to start up the CT 
Touch for door

1 Press the service PIN and the presence button at the same time in order to 
switch the CT Touch for door on.

2 Tap on MENU to open the menu.
3 Tap on the arrow keys until Service appears and then tap on it.
4 Enter the password for the CT Touch for door and tap on ENTER.

If you want to delete a character, tap on the arrow key .
If you want to enter figures, tap on 1..9. Tap on A..Z to enter letters again.

5 Tap on the various menu items to set or check them:
– Version: In this window you can display the hardware and software ver-

sions.
– Software update: If you want to update the software of the CT Touch for 

door, tap on Software update and then press both presence buttons 
immediately. Do not release the two presence buttons until the CT Touch 
for door restarts. The CT Touch for door then looks for the software on a 
connected USB stick and uses it to update the software of the CT Touch for 
door.
If you press the presence buttons too late or not for long enough, the CT 
Touch for door will restart.

6 Next, press ESC to return to the next higher level.

Menu (function) Submenu Explanation

Service Node monitoring Here the service personnel can 
switch node monitoring for indi-
vidual nodes on and off.
If monitoring for a node is 
switched off, this does not comply 
with DIN VDE 0834.

Initialise pass-
word

Here the service personnel can 
cancel the customer password.

Version Here the service personnel can 
view technical data about the CT 
Touch for door.
LAN only: Press the service pin.

Software update Restart and update software.

Table 28: Menu structure
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6.4 PCAIM audio interface module

LEDs, sounders

Fig. 19: PCAIM audio interface module
1– Buttons
2– Service pin, service and data LEDs

1

2

2

LED Explanation

Sounder

Call LED
The LED flashes and the sounder sounds at the rhythm 
of the call with the highest call category (call, emergency 
call, alarm).

Audio LED
 On: Audio link for listening and speaking.
 Off: No audio link.
 Flashing: Speaking or listening only in one direction, e.g. 

for announcements, with the microphone switched off 
or in “Push To Talk” (PTT) mode.

Sounder

Power-on LED
 LED on: PCAIM audio interface module is switched on, 

connection to mediGraph.
 LED off: PCAIM audio interface module without current.
 LED flashing and sounder buzzing: emergency mode. 

No connection to mediGraph or mediGraph is switched 
off. To switch the sounder off, lift the handset briefly 
and then replace it.

Call with speech facility
 On: Call with speech facility. You can answer the call.
 Off: No call with speech facility present.

 (on the 
side of the PCAIM 
audio interface 
module)

Service LED
 Flashing or always on: PCAIM audio interface module 

fault. Please contact your local service engineer.
Note: The service LED flashes briefly when the PCAIM 
audio interface module is first connected. This is nor-
mal.

 Off: Normal mode.

Table 29: Meaning of the LEDs of the PCAIM audio interface module

-service-
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Buttons

 (on the 
side of the PCAIM 
audio interface 
module)

Data LED
 Flashing: Data transmission. This is normal.

LED Explanation

Table 29: Meaning of the LEDs of the PCAIM audio interface module (cont.)

data-

Button Explanation

 

VOLUME buttons
You can adjust the volume during an audio link in hands-free 
mode or using the handset.

MUTE button
Press the MUTE button briefly to switch the microphone off.
Press the MUTE button again to switch the microphone back 
on.

PTT (Push To Talk) button
When you answer a call, the PCAIM audio interface module 
switches automatically between the people who are speaking.
If noise or conversations disturb voice contact at your end or at 
the other end of the line, press and hold down this button.
The PCAIM audio interface module switches to PTT mode, so 
that you can speak only when you press this button.
Release the button again to listen to the person at the other 
end of the line.
The Audio LED indicates whether you are in this mode.
The PCAIM audio interface module returns to automatic mode 
after the voice communication.
You can use this button in hands-free mode and with the hand-
set.

ANSWER button
If the LED indicates a call with speech facility:
 Press the ANSWER button to speak in hands-free mode.

To end the current call, press the button again. Emergency 
calls are stored automatically.

 Pick the handset up to speak using the handset.
When you replace the handset, the current answer is termi-
nated.

The ANSWER button has no function if the call does not have 
speech facility.

Table 30: Meaning of the buttons of the PCAIM audio interface module
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6.5 Displays in systems without speech
This section explains how to use the displays (see figure 20):
 Room LCD display
 Universal LCD display, often configured as a station or group display
Section 6.5.3 “Processing calls” on page 67 explains how to cancel and store calls 
on the display. Other possible functions are described in section 6.5.6 “Additional 
functions” on page 68.

6.5.1 Button functions
The function of the buttons of the displays and the associated indication lamps 
is described in Table 31.

Fig. 20: Displays in systems without speech

Lamps indicate that the button can 
be pressed

Reassurance light

Lamps indicate that presence is set

Room LCD display Universal LCD display

Button Explanation Lamp function

 
Presence buttons:
 Set and cancel presence
 Switch display on and off
 Cancel call in the room

Presence switched on

Call button Call made

Function button:
 Jump to the function menu
 In the function menu: One level 

back

Operation possible

Scroll button for function menu and 
lists

Scrolling possible

Store button
 If there is a call: Store
 In the function menu: Confirm 

selection

Store or confirmation 
possible

Table 31: Buttons of the displays
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6.5.2 Display indication
All calls, messages and faults are indicated in 4 character fields on the two-line 
display as shown in Table 32 or 33.

The characters are explained in Table 34.

The representation in the character fields depends on the system settings.

6.5.3 Processing calls
Universal LCD display On the universal LCD display you can store calls as follows.

To do so press the store button . The call is stored.
If there are several calls (identification: the lamp of the scroll button is lit) you can 
use the scroll button to scroll through the list of current calls and store the call 
being shown at the time with the store button .

Room LCD display On the room LCD display you can store calls as follows:
Press the scroll button  and hold it down. Then press the presence button: 
The call is stored.
If there are several calls (identification: the lamp of the scroll button is lit), you can 
scroll through the list of current calls with the scroll button . When the call 
that you want to store is displayed, press the scroll button  and hold it down. 
Then press the presence button: The call is stored.

SSSSSSSS TTTTTT*

RRRRRR LLLLLLLL

Table 32: Display (standard)

TTTTTTTTTT *

SSSSS RRRRRR LL

Table 33: Display (optional with long call texts)

Character Explanation

SSSSSSSS Designation of the station

TTTTTT Designation of the call (call text)

RRRRRR Designation of the room (room number)

LLLLLLLL Designation of the call line (e.g. bed)

 * Identification for further calls

  You can use the scroll button to scroll on to the next page.

 When idle, if there is no call, fault or message in the system 
(station), a square flashes and the message “No call” 
appears.

# A # character before the call designation indicates that this 
call has already been stored and is now being signalled 
again.

Table 34: Meaning of the characters in the display
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6.5.4 Processing faults and messages

In addition to calls, EZ CALL IP also presents faults and messages on the displays. 
Table 35 shows a list of the faults that are presented on the displays.
Additional faults or messages may appear on the LCD display depending on the 
system settings.
The room number is displayed as well as the fault.

How to process a fault 
or message

1 With presence set, press the store button .
This acknowledges the fault or message:
– An F appears on the right in the top line if there is a fault.
– An M appears on the right in the top line if there is a message.
– The fault or message is moved to the list of faults or messages and is no 

longer signalled.
– If the cause of the fault or message has been rectified, the fault or message 

is cleared from the list.

6.5.5 Signal emergency mode

6.5.6 Additional functions
The room LCD display is used in a different way to the universal LCD display.

Take note of faults
Take note of any faults that are displayed!
Inform your head office or service department in accordance with your duty 
instructions.

Fault Presentation on the display

General node fault NodeFT or NF or Flt

Line fault in room CallFt or cF or Flt

Pager system fault PagrFt or PF or Flt

Patient's handset fault PH Ft or PH or Flt
Check that the patient's handset has been prop-
erly connected. Then check whether a call can be 
made. If a call cannot be made, exchange the 
patient's handset

Table 35: Faults that are shown on the displays

Emergency mode must always be heeded!
If the answer station indicates emergency mode, inform your head office or ser-
vice department in accordance with your duty instructions.
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6.5.7 Universal LCD display

How to change an 
interconnection

1 With presence set, press the function button .
The menu list appears.

2 If necessary, keep pressing the scroll button  until Interconnection 
appears. Press the store button  to confirm the selection.

3 Keep pressing the scroll button  until the desired interconnection appears. 
Press the store button  to confirm the selection.

4 Press the function button  twice to close the menu and return the display 
to idle.

How to set the volume 
of call forwarding for 
the station

1 With presence set, press the function button .
The menu list appears.

2 Keep pressing the scroll button  until Call forwarding appears. Press the 
store button  to confirm the selection.

3 Keep pressing the scroll button  until the desired volume appears. Press 
the store button  to confirm the selection.

4 Press the function button  twice to close the menu and return the display 
to idle.

How to check one of 
the lists

1 With presence set, press the function button .
The menu list appears.

2 Keep pressing the scroll button  until Lists appears. Press the store but-
ton  to confirm the selection.

3 Keep pressing the scroll button  until the desired list appears. The lists are 
as follows:
– Presences
– Messages
– Stored calls
– Faults
Press the store button  to confirm the selection.

4 Press the scroll button  to scroll through the list.
5 Press the function button  three times to close the menu and return the 

display to idle.

How to change the 
display contrast

1 With presence set, press the function button .
The menu list appears.

2 Keep pressing the scroll button  until Display Contrast appears. Press 
the store button  to confirm the selection.

3 Keep pressing the scroll button  until the desired contrast (1 to 16) 
appears.

4 Press the function button  twice to close the menu and return the display 
to idle.
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6.5.8 Room LCD display
How to change an 
interconnection

1 With presence set, press the scroll button  and hold it down. Then press 
the call button .
The menu list appears.

2 If necessary, keep pressing the scroll button  until Interconnection 
appears. Press the scroll button , hold it down and press the presence 
button  to confirm the selection.

3 Keep pressing the scroll button  until the desired interconnection appears. 
Press the scroll button , hold it down and press the presence button  
to confirm the selection.

4 To close the menu and return the display to idle: Press the scroll button , 
hold it down and press the call button . Release the buttons and press the 
scroll button  again, hold it down and press the call button .

How to check one of 
the lists

1 With presence set, press the scroll button  and hold it down. Then press 
the call button .
The menu list appears.

2 Keep pressing the scroll button  until Lists appears. Press the scroll but-
ton , hold it down and press the presence button  to confirm the 
selection.

3 Keep pressing the scroll button  until the desired list appears. The lists are 
as follows:
– Presences
– Messages
– Stored calls
– Faults
Press the scroll button , hold it down and press the presence button  
to confirm the selection.

4 Press the scroll button  to scroll through the list.
5 To close the menu and return the display to idle: Press the scroll button , 

hold it down and press the call button . Release the buttons and press the 
scroll button  again, hold it down and press the call button .

How to change the 
display contrast

1 With presence set, press the scroll button  and hold it down. Then press 
the call button .
The menu list appears.

2 Keep pressing the scroll button  until Display Contrast appears. Press 
the scroll button , hold it down and press the presence button  to 
confirm the selection.

3 To increase the contrast by 1, press the scroll button , hold it down and 
press the presence button . Then release the buttons. Repeat this until 
the desired contrast (1 to 16) appears.

4 To close the menu and return the display to idle: Press the scroll button , 
hold it down and press the call button . Release the buttons and press the 
scroll button  again, hold it down and press the call button .
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7 Other components
7.1 RFID electronics with call & presence

The RFID electronics has 1 call button, 1 presence button and an RFID antenna.
 Call button

– Call with and without presence
 Presence button

The presence button is configured by the service personnel during commis-
sioning. You then have one of these possibilities:
– Standard (presence on/off)
– Only switch presence off
– Button has no function

 RFID antenna
With an RFID tag you can set presence 1 or 2 or register a person (doctor, ser-
vice) so that the person is logged with mediLog. To do so, hold the RFID tag 2 
to 4 cm from the room electronics unit in order to register the tag.
If you then register yourself on another room electronics unit in another 
room, you will be automatically deregistered in the first room.
On registration you receive these signals:
– 1 peep: tag is registered.
– 2 peeps: tag is deregistered.
– In the presence category, the reassurance light of the presence button is 

activated/deactivated.
Audible signalling with peeps can also be deactivated.

Fig. 21: RFID electronics with call & presence
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7.2 Patient handsets
Operation of the patient handsets is identical with and without speech. Patient 
handsets with speech offer additional functions for speaking with nursing staff 
and for controlling televisions and radios (see figures 22 and 24).

Fig. 22: Patient handsets with speech (EZ.127.5700 only listening with headphones)
1– Headphone socket
2– Microphone
3– Speaker on rear

EZ.127.5710EZ.127.5700 EZ.127.5720

1 12 2

33

12

3

2

EZ.127.5730 EZ.127.5745

3

EZ.127.5740

2

3

Fig. 23: Patient handsets with orientation-dependent speech
1– Headphone socket
2– Microphone
3– Speaker on rear

EZ.127.5750

12

3

Fig. 24: Patient handsets without speech

EZ.127.5610EZ.127.5600, 
EZ.127.5600IP, 
EZ.127.5600XL

EZ.127.5620, 
EZ.127.5620IP, 
EZ.127.5620XL

EZ.127.5630 EZ.127.5640
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Call

Light

Speak/listen For patient handsets with order numbers EZ.127.57xx: If your device supports 
voice contact, the nursing staff can call you back when you make a call and you 
can answer.

Television/radio/
function

Button Explanation

Call nursing staff
 LED lights up red if you have made a call – reassurance light.
 LED flashes – nursing staff have noted your call.
 LED lights up faintly – locating light.

Service call
Example for service, baby, etc. Depends on the configuration of 
the EZ CALL IP system.

Table 36: Meaning of the call buttons of the patient handsets

Button Explanation

Light

Reading light
LED lights up faintly – locating light.

Table 37: Meaning of the light buttons of the patient handsets

Function Explanation

Speak Speak after being called by the nursing staff.
 Handsfree: Patient handset in the holder.

With patient handsets with orientation-dependent 
speech, even when it is hanging down vertically.

 As with telephone handset: Pick up the patient hand-
set.

Listen (also TV/
radio)

 Headphones connected: Headphones on, speaker off
 Headphones disconnected: Speaker on.
 Patient handset in the holder: Speaker loud.
 Patient handset in the hand as with telephone handset: 

Speaker quiet.

Table 38: Speaking and listening using patient handsets with speech

Button Explanation

Change functions
Use this button to change between the individual functions:
 Radio: Numbers 1 to 5
 Television: Minus –

Only televisions with a data interface to EZ CALL IP and addi-
tional adapter: Switch the television on or off: Hold the function 
button down for more than four seconds.

 Function: F
 Off: Full stop .

Table 39: Meaning of the buttons of the patient handsets for television, radio and other 
functions
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Safety information
WARNING: Trip hazard Trip hazard. Someone could trip over cables lying loose on the floor and injure 

themselves.
Lay the connecting cable for the patient handset so that no one can step on it or 
trip over it. Make sure that nothing is placed on top of the cable.

WARNING: Patient 
could strangle himself 
on the connecting 
cable

Danger that the patient will strangle himself with the connecting cable and choke.
If the patient is asleep or unconscious, insert the patient handset into the retain-
ing bracket or secure it with the blanket clip.

WARNING: Fault due 
to wireless device or 
mobile

Danger that a wireless device or mobile will interfere with the patient handset so 
that it does not work.
If you are carrying a wireless device or mobile phone, keep the safe distance from 
the patient handset.

How to install the 
patient handset

1 Check whether the patient handset is damaged. Only put it into operation if 
you do not see any damage.
If the patient handset is damaged, do not plug it into the socket. Inform the 
responsible service engineer.

2 Hang the patient handset in the holder, order number EZ.127.5802.
3 Insert the connecting cable of the patient handset into the jack of the socket.
4 Check that the patient handset is working properly: Make a call using the 

patient handset. The call must be signalled on the reassurance light of the 
patient handset and on the LED light of the room.
If the call or alarm is not signalled, check that the sockets are located correctly 
and try again.
If the fault persists, do not put the patient handset into service. Remove the 
patient handset from the socket. Inform the responsible service engineer.

How to trigger a call 1 To make a call, press the red button on the patient handset.

Up/down keys
In radio mode (1 to 5): Change programme.
In TV mode (minus “–”, only televisions with a data interface to EZ 
CALL IP and additional adapter): Change programme.
In function mode (F): Control additional functions, e.g. roller shut-
ters or head section of the bed up/down.

Volume

Button Explanation

Table 39: Meaning of the buttons of the patient handsets for television, radio and other func-
tions (cont.)
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7.3 Call indication on the corridor display
The information in this section applies for systems with and without speech.
If there are corridor displays, all calls, faults and messages are indicated on them. 
They contain information about the call text and call line.
If there are several calls at the same time, they are displayed one after the other 
(the list of calls is scrolled through automatically).
Emergency calls are presented flashing.
In the idle state the corridor display shows “No call”. If the system is configured 
with a wireless clock or is connected to a PC with the mediLog software, the cor-
ridor display can also show the date and the time.

7.3.1 Signal emergency mode
Emergency mode must always be heeded!
If the corridor display indicates emergency mode, inform your head office or ser-
vice department in accordance with your duty instructions.
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7.4 Adapter for medical device
7.4.1 Description

Adapter for electrical isolation of the patient's environment (medical electrical 
device or patient handset) from EZ CALL IP. The adapter prevents dangerous volt-
ages from being discharged through the patient, putting him at risk.
The following call components can be connected to the adapter:
 Alarm output of a medical electrical device
 Patient handset for medical adapter, call, IP 67 EZ.127.6120IP
Only connect the adapter to sockets of a EZ CALL IP system.
The adapter is used in hospitals, spa and rehabilitation clinics and in retirement 
and nursing homes and similar institutions. The adapter must be prepared by a 
call systems specialist (technician trained as an electronic engineer or similar and 
with training in EZ CALL IP). After training, the adapter, medical electrical device 
and the patient handset can be connected to the socket by:
 Nursing staff (qualified nurses, care assistants, etc.)
 Doctors (who have completed their training)

Fig. 25: Adapter for medical device, with mini-DIN plug, galvanically isolated

Fig. 26: Adapter for medical device, with Sub-D plug, galvanically isolated

Mini-DIN plug for 
connection to 
socket

Adapter for medical 
device

RJ10 socket for connecting a patient hand-
set or the alarm output of a medical electri-
cal device

Reassurance 
light, red

Eyelet for hanging the adapter out-
side the patient's environment

Sub-D plug for 
connection to 
socket

Adapter for medical 
device

RJ10 socket for connecting a patient 
handset or the alarm output of a med-
ical electrical device

Reassurance 
light, red

Eyelet for hanging the adapter 
outside the patient's environ-
ment
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Safety information
WARNING: Do not 
attempt to repair the 
adapter yourself

Danger that the adapter will not function after repair. Calls or alarms from 
patients may not be forwarded. Patients could be put at risk.
Do not attempt to repair the adapter yourself. Do not put the adapter into oper-
ation. Instead, inform the responsible service engineer.
The service engineer can only make and exchange the cable connecting the med-
ical electrical device to the adapter.

WARNING: Trip hazard Trip hazard. Someone could trip over cables lying loose on the floor and injure 
themselves.
Lay the connecting cable for the medical device or the patient handset so that no 
one can step on it or trip over it. Make sure that nothing is placed on top of the 
cable.

WARNING: Fault due 
to wireless device or 
mobile

Danger that a wireless device or mobile will interfere with the adapter so that it 
does not work.
If you are carrying a wireless device or mobile phone, keep the safe distance from 
the adapter.

7.4.2 Installation and connection
mini-DIN

Fig. 27: Block diagram for connecting a medical electrical device

Fig. 28: Block diagram for connection of the patient handset to the adapter

Socket panel

Adapter out-
side the

patient's envi-
ronment

Medical electrical
device in the

patient's environ-
ment

Hook
Alarm output

Socket panel

Patient handset in the
patient's environment

Adapter out-
side the

patient's envi-
ronment

Hook
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Sub-D

How to connect the 
adapter

1 Before connecting, check the cable of the adapter and all components for 
damage.
If a cable is damaged, do not attach the cable. Inform the responsible service 
engineer.

2 To ensure that the room electronics does not trigger any fault, first connect 
the medical electrical device or the patient handset to the RJ10 socket of the 
adapter.

3 Only then do you connect the mini-DIN or Sub-D plug of the adapter to the 
socket.

4 Always check that the adapter is working properly when you connect the 
adapter to a socket:
– Make a call using the patient handset. The call must be signalled at the reas-

surance light of the patient handset and of the adapter and at the LED light 
to which the socket is connected.

– Trigger a test alarm on the medical electrical device. The alarm must be sig-
nalled at the reassurance light of the adapter and at the LED light to which 
the socket is connected.

In the event of a plug removed call, check that the sockets are located properly 
and then try again.
If the fault persists, do not put the adapter into service. Remove the adapter 
from the socket. Inform the responsible service engineer.

How to remove the 
adapter

1 Set the presence so that a plug removed call is not made on removal.
2 First disconnect the adapter for medical device.
3 Then disconnect all components and devices from the adapter.

Fig. 29: Block diagram for connecting a medical electrical device

Fig. 30: Block diagram for connection of the patient handset to the adapter

Socket panel

Adapter out-
side the

patient's envi-
ronment

Medical electrical
device in the

patient's environ-
ment

Hook
Alarm output

Socket panel

Patient handset in the
patient's environment

Adapter out-
side the

patient's envi-
ronment

Hook
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EZ CALL IP 7.4 Adapter for medical device
7.4.3 Symbols on the adapter

Symbol Explanation

Do not dispose of the adapter in household waste.
Send the adapter for proper disposal.

Table 40: Explanation of the symbols on the adapter
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7.5 Cell terminal
7.5.1 Description

With the cell terminal a patient can make calls and speak to the nursing staff. 
Depending on the version, he can also switch the room light on/off and control 
the radio programme.
The cell terminal is connected to a room electronics that forwards the calls. This 
room electronics then controls the lamps of a light.

Variants of the cell 
terminal

The cell terminal is available in a number of variants (see figure 31).

Features  Noise monitoring (“Dormophon”) for cell terminals with light button 
(EZ.135.2022 and EZ.135.2032).
A call is made in the event of noise. If presence is set an emergency call is trig-
gered.
Your service engineer can activate this function.

 Piezo buttons that respond to low pressure.
When the button is pressed a short peep is given in acknowledgement.

 Maximal 5 radio programmes.
 Enforced radio

With enforced radio, any selected radio programme is forcibly switched on in 
selected rooms until it is switched off again. A radio programme that is already 
set on the cell terminal is interrupted for the period of enforced radio.
In mediGraph you must activate enforced radio for every room. You can also 
choose which radio programme is to be received.

 Radio deprivation
With radio deprivation, the radio is switched off in selected rooms until it is 
switched on again.
In mediGraph you must activate radio deprivation for every room.

 Enforced light with set presence

Fig. 31: Cell terminal
1– Cell terminal, call, EZ.135.2012
2– Cell terminal, call, light, EZ.135.2022
3– Cell terminal, call, light, radio, EZ.135.2032

♫

1 2 2

Enforced radio cancels radio deprivation
Enforced radio temporarily cancels radio deprivation. The radio channel of the 
enforced radio is then transmitted in the room
After enforced radio, the radio deprivation is activated again.
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 Call deprivation
With call deprivation, you can suppress the call display for a room on the 
answer stations for a set period of time.
The call deprivation is ended automatically after the set time expires. You may 
then need to reactivate it.
In mediGraph you must activate call deprivation for every room.
Emergency calls and alarm calls can be made even if call deprivation is active.

 Light deprivation
With light deprivation, you can interrupt the current to the light in selected 
rooms so that it cannot be switched on.
In mediGraph you must activate light deprivation for every room.

 Power deprivation
With power deprivation, you can interrupt the current to the sockets in 
selected rooms so that the connected devices cannot be switched on.
In mediGraph you must activate power deprivation for every room.

Buttons Button Explanation

Change volume.

Change radio programme.

Switch light on/off.

Microphone.

Call button.

Table 41: Meaning of the buttons of the cell terminal

♫
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8 Pager system and DECT
8.1 Systems with pagers

In systems with pagers (“wireless pager system”), additional information about 
the calls is provided through the pagers of the pager system. How this informa-
tion is signalled on these pagers depends on the make of the pager system and 
on your specific settings.
You must therefore read the corresponding user guide!

8.2 Systems with cordless telephones (DECT)
The information in this section applies only for systems with speech.
If your PABX is connected to EZ CALL IP via a telephone interface, you can trigger 
some functions in EZ CALL IP with your DECT telephone, e.g.:
 Answer a call and speak to the patient (always the call with the highest priority)
 Store call
 Make an announcement in the station or care group
 Speak to a room or bed
For these functions you need telephone numbers, which you get from your rele-
vant service engineer when EZ CALL IP is commissioned.
Operation depends on the PABX system used. This means that only general user 
information can be given.
The following information applies for all DECT PABX systems. However, the oper-
ation of specific systems may be very simplified.
You must therefore read the corresponding user guide!

Switch presence on/off on the pager system also
Even if a pager system is connected to your system, you still need to make sure 
you switch the presence on and off!
See section 4 “Presence” on page 9.

Switch presence on/off on the DECT also
Even if a DECT PABX system is connected to your system, you still need to make 
sure you switch the presence on and off!
See section 4 “Presence” on page 9.
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8.2.1 Operation
How to answer the 
most important call in 
the station

1 To start the conversation, press the green handset button or pick up the 
handset.

2 Select the extension for the telephone interface, e.g. “14”.
3 From your list, select the extension for the most important call in the station, 

e.g. “102”.
4 Talk to the patient.
5 To store the call, press “1”.
6 To end the conversation, press the red handset button or replace the hand-

set.

How to answer the 
most important call in 
a group

1 To start the conversation, press the green handset button or pick up the 
handset.

2 Select the extension for the telephone interface, e.g. “14”.
3 From your list, select the extension for the most important call in the group, 

e.g. “107”.
4 Talk to the patient.
5 To store the call, press “1”.
6 To end the conversation, press the red handset button or replace the hand-

set.

How to speak to a 
room

1 To start the conversation, press the green handset button or pick up the 
handset.

2 Select the extension for the telephone interface, e.g. “14”.
3 From your list, select the extension for the room, e.g. “141”.
4 Talk to the patient.
5 To end the conversation, press the red handset button or replace the hand-

set.

How to make an 
announcement to a 
station

1 To start the conversation, press the green handset button or pick up the 
handset.

2 Select the extension for the telephone interface, e.g. “14”.
3 From your list, select the extension for the announcement in the station, e.g. 

“135”.
4 Make the announcement.
5 To end the conversation, press the red handset button or replace the hand-

set.

How to make an 
announcement to a 
group

1 To start the conversation, press the green handset button or pick up the 
handset.

2 Select the extension for the telephone interface, e.g. “14”.
3 From your list, select the extension for the announcement in the group, e.g. 

“135”.
4 Make the announcement.
5 To end the conversation, press the red handset button or replace the handset.
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9 Examples of use
The sections 9.2 “Examples of systems without speech” on page 85 and 9.3 
“Examples of systems with speech” on page 86 give examples of usage that 
occurs frequently in practice:
 Action room and Action display or Action answer station columns: What the 

patient or the staff do.
 Following columns: What the lights or the buzzer signal.

9.1 Notes to the examples
Display texts Because of the many different ways of presentation offered by EZ CALL IP, vari-

ous texts are just represented as symbols. The characters are explained in Table 
42.

Symbols In the examples symbols are used for the optical and audible signalling. An expla-
nation is given in Table 43.

Character Explanation

SSSSSSSS  Station or care group (up to 8 characters). Example: Surg 
1

TTTTTT Call (call text).

RRRRRR Room or room number (up to 6 characters). Example: Rm 
318

LLLLLLLL Call line (up to 8 characters). Example: Bed 1

GGGGGGGGG Indication of interconnection with other groups or sta-
tions (up to 9 characters). Example: G1+G2

 * Identification for further calls

  You can use the scroll button to scroll on to the next 
page.

 In idle mode a flashing square appears if there is no fault 
or message in the EZ CALL IP system.

# A # character before the call designation indicates that 
this call has already been stored and is now being sig-
nalled again.

Table 42: Meaning of the characters in the display

Symbol Explanation

Symbol for audible call forwarding (buzzer)

Symbol for constant light

Symbol for flashing light

Table 43: Meaning of the symbols in the examples
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9.2 Examples of systems without speech

Action room Action dis-
play

Display LED light Station/
group sig-
nal light

Bed call but-
ton reassur-
ance light

Pres-
ence 
panel

Patient call SSSSSSSS Pat

RRRRRR LLLLLLLL

Store call 
(opt.)

No call

13:00 GGGGGGGG

Set presence

Cancel pres-
ence

Table 44: System without speech, patient call
Patient makes patient call
Nursing staff store call on the display
Nursing staff go to the call line and switch presence on
Nursing staff switch presence off and leave room, stored call is deleted

Action room Action dis-
play

Display LED light Station/
group sig-
nal light

Bed call but-
ton reassur-
ance light

Pres-
ence 
panel

Patient call SSSSSSSS Pat

RRRRRR LLLLLLLL

Store call 
(opt.)

No call

13:00 GGGGGGGG

Set presence

Emergency 
call  

Confirm pres-
ence

Cancel pres-
ence

No call

13:00 GGGGGGGG

Table 45: System without speech, patient call with subsequent nurse call
Patient makes patient call
Nursing staff store call on the display
Nursing staff go to the call line and switch presence on
Nursing staff need assistance and make an emergency call while with the patient
2ndnd nurse immediately goes to call line and confirms presence 
Both nurses switch presence off and leave the room
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9.3 Examples of systems with speech

Action room Action dis-
play

Display LED light Station/
group sig-
nal light

WC call but-
ton reassur-
ance light

Pres-
ence 
panel

WC call SSSSSSSS WC call

RRRRRR LLLLLLLL  

Store call 
(opt.)

No call

13:00 GGGGGGGG  

Set presence
 

Press WC 
cancel button

Cancel pres-
ence

Table 46: System without speech, WC call
Patient makes WC call
Nursing staff store call on the display
Nursing staff go to the call line and switch presence on
Nursing staff press cancel button in WC
Nursing staff switch presence off and leave room, stored call is deleted

Action room Action answer 
station

Answer station, CT 
Touch

LED light Station/
group sig-
nal light

Bed call but-
ton reassur-
ance light

Pres-
ence 
panel

Patient call SSSSSSSS

RRRRRR

Pat / LLLLLLLL

Answer a call SSSSSSSS Pat RRR‐
RRR LLLLLLLL

Please talk!

Store call (opt.)

Set presence

Cancel pres-
ence

Table 47: System with speech, patient call
Patient makes patient call
Nursing staff answer call
Nursing staff store call on answer station
Nursing staff go to the call line and switch presence on
Nursing staff switch presence off and leave room, stored call is deleted
86 User Manual Doc. version 1.0



EZ CALL IP 9.3 Examples of systems with speech
Action room Action answer 
station

Answer station, CT 
Touch

LED light Station/
group sig-
nal light

Bed call but-
ton reassur-
ance light

Pres-
ence 
panel

Patient call SSSSSSSS

RRRRRR

Pat / LLLLLLLL

Answer a call SSSSSSSS Pat RRR‐
RRR LLLLLLLL

Please talk!

Store call (opt.)

Set presence

Emergency call SSSSSSSS nurse

RRRRRR LLLLLLLL  

Answer emer-
gency call

SSSSSSSS Pat RRR‐
RRR LLLLLLLL

Please talk!

Store emer-
gency call

Confirm pres-
ence

Cancel pres-
ence

Table 48: System with speech, patient call with subsequent emergency call
Patient makes patient call. Nursing staff answer call. Nursing staff store call on answer station. Nursing staff go to the call line 
and switch presence on.
Nursing staff need assistance and make an emergency call while with the patient.
2nd nurse answers the call. 2nd nurse stores the emergency call. 2nd nurse goes to the call line and confirms presence.
Both nurses switch presence off and leave the room.
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Action room Action answer 
station

Answer station, CT 
Touch

LED light Station/
group sig-
nal light

WC call button 
reassurance 
light

Pres-
ence 
panel

WC call SSSSSSSS

RRRRRR

WC call / LLLLLLLL

 

Store call (opt.)

 

Set presence
 

Press WC 
cancel button

Cancel pres-
ence

Table 49: System with speech, WC call (as there is no speech facility in the WC, this example corresponds to Table 46 on page 86)
Patient makes WC call
Nursing staff store call on the display
Nursing staff go to the call line and switch presence on
Nursing staff press cancel button in WC
Nursing staff switch presence off and leave room, stored call is deleted
88 User Manual Doc. version 1.0



EZ CALL IP 10 Maintenance and servicing
10 Maintenance and servicing
Some points need to be observed in the installation, operation and servicing of a 
call system.

10.1 Operation and repairs
The owner of a call system must himself be an “instructed person” within the 
meaning of DIN VDE 0834 or commission an instructed person. He must ensure 
the following:
 Personnel must be made familiar with the operation and use of the call sys-

tem through training or the like. Suitable training must be provided and 
repeated at regular intervals.

 Personnel must report any indications of impairment in the permanent read-
iness or irregularities in the functions and inspections must be carried out.

 Non-system devices and equipment (e.g. medical electrical devices) may only 
be connected by personnel who have been given special training in this pro-
cedure.

 Plug-in devices for making calls, e.g. patient's handsets, must be checked after 
every insertion to ensure that their call-making functionality is still perfect.

 Personnel must report any irregularities in functions, all failures and all faults.
 Any maintenance or modification that is required on the call system must be 

instigated immediately by the operator or by a person commissioned and 
instructed by him.

 Call systems must be maintained by specialists in call systems. In the event of 
faults, call systems must be inspected immediately and fully repaired by spe-
cialists in call systems.
The timely and proper performance of this work must be arranged between 
the operator and the maintenance firm, for instance in the form of a mainte-
nance contract. The maintenance firm must commence rectification of the 
faults no later than 24 hours after notification.

 In all cases in which part or all of the call system is switched off, the operator 
must provide some other means of monitoring the rooms affected until such 
time as the call system is switched on again.

 Modifications to the call system may only be carried out by specialists in call 
systems. The desired condition of the call system must be restored immedi-
ately after every modification and a modification check must be carried out 
(see section “Check after modification” on page 91).

 All fault incidents in the call system must be recorded in an operating log.
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10.2 Servicing
Responsibility for maintenance rests with the owner of a call system. He must 
ensure that the call system is duly and properly maintained at the right time. He 
can transfer this responsibility to a specialist firm. The necessary spare parts 
logistics and availability should be ensured.
Necessary inspections:
 Inspections must be carried out 4 times a year at roughly the same intervals 

of time. The following components must be checked for proper functioning:
– Call buttons and movable components for making calls that are intended 

for use by patients
– Lights and audible signal transmitters
– Energy supply

 A more comprehensive inspection must be carried out at least once a year. 
The following components must also be checked for proper functioning:
– All other components for making calls, cancelling calls and signalling pres-

ence
– All other display devices
– All equipment for answering calls

 Maintenance work must be carried out to the manufacturer's instructions, but 
at least once a year. It also includes:
– Upkeep of system parts
– Replacement of elements with a limited life (e.g. batteries)
– Adjustment
– Resetting and calibration of elements and components
– Check of the UPS

10.3 Inspections
Acceptance inspection An acceptance inspection must be carried out by an expert in call systems before 

the call system is commissioned. It comprises:
 A visual and functional check of the call system and the components
 A check of the completeness of the documents required for operation of the 

call system
 An acceptance report signed by the person responsible for the acceptance 

inspection.
Acceptance inspections of partial sections of the call system may be carried out 
as building progresses.

If you are using a structured network with LAN cabling, this must satisfy the 
requirements of Link Class D (transmission class) under DIN EN 50173/ISO/IEC 
11801 and be certified. The corresponding test reports must be enclosed with 
the documents.

Visual check The visual check covers the expert installation and mounting of the components, 
their proper condition and a comparison with technical literature.

Functional check The functional check covers the proper interaction between the system parts.
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Check after modifi-
cation

In the event of modifications to the call system or its scope, an acceptance 
inspection must be carried out as a modification check (see section “Acceptance 
inspection”). It may be limited to the parts affected by the modification if it can be 
safely assumed that the modifications have no effect on the rest of the call sys-
tem.

10.4 Disposal
Do not throw the components and used batteries in the household waste.
Take the components and batteries for proper disposal.

10.5 Cleaning and disinfection
NCS Touch and 
communication 
terminal Touch

 Cleaning
When cleaning displays, use only agents that contain alcohol (methanol, eth-
anol, propanol) as an active ingredient. Dilute as specified by the manufac-
turer.
Do not use any other cleaning agents to clean the displays, e.g. containing 
acids, lyes, peroxide compounds, quaternary ammonium compounds, alde-
hydes, organic solvents or abrasive mechanical cleaning agents.
Liquids must not be allowed to penetrate the display. You must therefore use 
only slightly moist wipes.

 Disinfection
Disinfect the Communication Terminal Touch with wipe disinfection. Use only 
agents that contain alcohol (methanol, ethanol, propanol). Use the concentra-
tions specified by the manufacturer.
Do not use any other disinfectants, e.g. containing acids, lyes, peroxide com-
pounds, quaternary ammonium compounds, aldehydes or organic solvents.
Liquids must not be allowed to penetrate the display. You must therefore use 
only slightly moist wipes.

Other components  Cleaning
Use commercial household cleaners when cleaning components of EZ CALL 
IP. Dilute as specified by the manufacturer. Do not use any abrasive mechan-
ical cleaning agents.
Liquids must not be allowed to penetrate the display. You must therefore use 
only slightly moist wipes.

 Disinfection
All components of EZ CALL IP can be disinfected by wiping. Use the concen-
trations specified by the manufacturer. Do not use any disinfectants that con-
tain active chlorine.
Liquids must not be allowed to penetrate the display. You must therefore use 
only slightly moist wipes.
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Answer terminal or 
answer station

Component for answering and processing calls. Display: Answer station without 
speech.
See section “Display” on page 92

Call forwarding EZ CALL IP forwards calls to all rooms in the station which have a set presence. 
At answer stations with speech the nursing staff can answer the call. In answer 
stations without speech an audio signal draws attention to the call; you can store 
this call.
This way the nursing staff get the call even if they are not in the care support 
point.

Call system System by which people can be called or sought or by which information can be 
communicated.

Care group Multiple rooms within a station can be assigned to a care group. Calls are for-
warded to all rooms within the care group that have a set presence. The rooms 
of the care group can be monitored together from one answer station. A station 
can contain up to 5 care groups.

DIN VDE 0834, Call 
systems in hospitals, 
nursing homes and 
similar institutions

The DIN VDE 0834 standard describes the essential safety requirements for the 
use of a call system in distributed alarm systems in healthcare, nursing and 
supervision installations.
This standard applies for the planning, installation, modification, extension, 
examination and operation of call systems by means of which persons can be 
called or sought; additional information may also be transmitted.
The standard applies for call systems in the following institutions, among others:
 Hospitals, nursing homes, care wards
 Retirement or sheltered housing, rehabilitation institutions
 Publicly accessible disabled toilets
 Psychiatric and similar institutions
 Prisons

Discretion With all answer stations the nursing staff can speak to a room without a call or a 
presence only with discretion. They can speak, but they cannot hear anything in 
the room as long as the patient does not answer the call using the call button.

Display Answer station without speech for processing calls.

Gong Attention signal of the loudspeaker:
 Before an announcement
 When the nursing staff answer a call or speak to a room.

This tells the nursing staff or the patient that someone wants to speak to 
them. He cannot be tapped without noticing.

Group answer station A group answer station can be assigned to a care group. The nursing staff can 
view and store calls of this care group. If it is an answer station with speech, the 
nursing staff can also answer the calls.
92 User Manual Doc. version 1.0



EZ CALL IP 11 Glossary
HTM 08-03, Health 
Technical 
Memorandum, 
Specialist services, 
Bedhead services

The British Health Department publishes the HTM 08-03 report setting out 
requirements on call systems in hospitals in the United Kingdom.

Interconnection You can interconnect several stations or care groups to form a larger entity. This 
enables the nursing staff at a main answer station to process all calls of the indi-
vidual stations or care groups.

LON bus System bus for EZ CALL IP.

Main answer station Also station display (without speech).
Component in the station room for answering and processing calls of a station. 
It could be one of a number of different components, e.g. NCS Touch, GNCS, uni-
versal display.

Noise monitoring Noise monitoring (“Dormophon”) allows a call to be triggered in the event of a 
noise. If presence is set an emergency call is triggered. The sensitivity of noise 
monitoring can be adjusted.
The following components have this function:
 Cell terminal with light button, order number EZ.135.2022 and EZ.135.2032
Noise monitoring of the cell terminal can be activated or deactivated with the 
ZETLON configuration software.

Pager system See section “Pager system” on page 93

Pager system Pager system System by which short text messages can be transmitted wirelessly 
to people equipped with a pager.

Station call forwarding EZ CALL IP forwards a call which the nursing staff were unable to process within 
a defined period of time to any nodes, other stations or care groups.

Station display See section “Main answer station”.

Station A station is a unit within an EZ CALL IP network. Data are first distributed to all 
nodes within a station.
In the case of station call forwarding or interconnection, data are also distributed 
to other stations, depending on the setting.
A station always contains a main answer station or a station display so that calls 
can be answered and processed.

UPS Uninterruptible power supply for emergency power of EZ CALL IP. Here two bat-
teries take over the power supply for at least one hour.

Vital call The vital call function in mediGraph is used to specify a period of time in which a 
patient must make a call. If he has made a call, the nursing staff know that the 
patient is active. mediGraph marks this room for as long as no call is made.
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Index

A
Acceptance inspection 90
Alarm loop 14
Answer station 92
Answer terminal 92
Articles treated with biocidal products 6

B
Bathroom 12, 14
Buttons in displays without speech 66
Buttons of the PCAIM audio interface module 65, 

81

C
Call

Cancel 24
Make 11
Processing in displays without speech 67
Store 25

Call button in displays without speech 66
Call deprivation, cell terminal 81
Call forwarding 92
Call forwarding to the actual room 25
Call panel 12
Call signalling 15
Call system 92
CallFt, line fault in displays without speech 68
Care group 92
CAUTION 5
CB radio, safe distance 6
Cell 11
Cell phone, safe distance 6
Cell terminal 80

Call deprivation 81
Enforced light with set presence 80
Enforced radio 80
Features 80
Light deprivation 81
Noise monitoring 80
Power deprivation 81
Radio deprivation 80
Variants 80

cF, line fault in displays without speech 68
Chlorine 91
Cleaning 91
Communication terminal Touch 44
Cordless telephone 82
Corridor display 75
Corridor display, emergency mode 75

Crash call 14
CT Touch 44

Acknowledging 54
Activating 50
Activating or deactivating node monitoring 61
Announcement 53
Announcement, display button 45
Answer 51
Answer, calls with speech 50
Answer, display button 45
Buttons 44
Buttons on the display 45
Call button 44
Call format 47
Call LED 45
Call, making 53
Cancel timer for call line 46
Care group, assigning a room 58
Change volume, display button 45
Changing interconnection 57
Changing passwords for menu items 60
Checking lists 58
Code blue panel 44
Confirm change, display button 46
Customer password 60
Date, set 59
Dialling in privacy in the room activated 52
Display 47
Display buttons 45, 56
Display contrast, set 60
DOOR, display button 46
Door, open 57
Emergency mode 57
ENTER, display button 46
ESC, display button 46
Extend talk time 50, 52
Faults, acknowledging 54
General announcement 53
Initialise password 61
Intercept 53
IP address 61
LED, call 45
Listen 53
Listen in 53
Membrane buttons 44
Menu 48
Menu up, display button 46
Messages, acknowledging 54
Microphone, display button 45
Monitoring rooms 53
Navigation 50
Open door 57
Open door, display button 46
User Manual Doc. version 1.0 95



 Index EZ CALL IP
Open menu, display button 46
Open presence list, display button 46
Password 50
Passwords, change for menu items 60
Postpone call, display button 46
PRES, display button 46
Presence button 45
Presence button, switching on 50
Presence, voice contact 52
Processing a call without speech (e.g. WC 

call) 51
Program version 61
PTT, display button 45
Push to talk, display button 45
Room, assigning to a care group 58
Room, voice contact 53
Screen with touch inputs 50
Sensor screen 50
Service 61
Setting presence 44
Software update 61
Store call, display button 45
STORE, list of stored calls, display button 46
STORE, store call 51
STORE, store call, display button 45
Stored call, voice contact 52
Stored calls, open list, display button 46
Submenu 48
Switching on 50
Telephone, display button 46
Telephoning 55
Time, set 59
Timer 55
Touchscreen 47, 50
Touch-sensitive screen 50
Version 61
Voice contact 52
Voice contact with a presence 52
Voice contact with a room 53
Voice contact with a stored call 52
Voice contact, display button 45
Volume, adjust 59
WC call 51

CT Touch display 47
CT Touch for door 62

Call button 62
Membrane buttons 62
Password, service 63
Program version 63
Service 63
Service password 63
Software update 63
Version 63

D
DANGER 5
Data LED of the PCAIM audio interface module 65
DECT system 82
Diagnostic call 14
DIN VDE 0834 92
Discretion 92
Disinfection 91
Display 92
Display contrast, changing on a room LCD 

display 70
Display contrast, changing on a universal LCD 

display 69
Display indication in displays without speech 67
Display, room 66
Displays in systems without speech 66
Doctor emergency call 14
Documentation 5
Dormophon 93

E
Emergency call 14
Emergency mode 68
Enforced light with set presence, cell terminal 80
Enforced radio, cell terminal 80
Examples 84
Examples of use 84

F
F, fault in displays without speech 68
Fault in pager system in displays without speech 68
Fault in patient's handset in displays without 

speech 68
Faults in displays without speech 68
Flt, fault in pager system in displays without 

speech 68
Flt, fault in patient's handset in displays without 

speech 68
Flt, line fault in displays without speech 68
Flt, node fault in displays without speech 68
Function button in displays without speech 66
Functional check 90

G
General information 6, 8
Glossary 92
Gong 92
Group answer station 92
Group display 66
Guide 5
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I
Information 5
Infusion call 14
Inspections 90
Interconnection 93
Interconnection, changing on a universal LCD 

display 69
Interconnection, changing on the room LCD 

display 70
IR sensors 9
IR transmitter 9

L
Lamps in displays without speech 66
LCD contrast, changing on a room LCD display 70
LCD contrast, changing on a universal LCD 

display 69
LEDs of the PCAIM audio interface module 64
Light call system 92
Light deprivation, cell terminal 81
Line fault in room in displays without speech 68
Lists, checking on the room LCD display 70
Lists, checking on the universal LCD display 69
LON bus 93

M
M, message in displays without speech 68
Main answer station 93
Maintenance 89
Messages in displays without speech 68
Mobile phone, safe distance 6
Modification check 91

N
NCS Touch

Acknowledging 38
Activating 34
Activating or deactivating node monitoring 43
Announcement 37
Announcement, display button 30
Answer 34
Answer, calls with speech 34
Answer, display button 29
Answer, membrane button 28
Buttons 28
Buttons on the display 29
Call button 28
Call format 31
Call LED 28
Call tone on/off 42
Call, making 37
Change volume, display button 30

Changing interconnection 39
Changing passwords for menu items 42
Checking lists 40
Components 27
Confirm change, display button 30
Customer password 42
Date, set 42
Desktop kit 27
Dialling in privacy in the room activated 36
Display 31
Display buttons 29
Display contrast, set 42
DOOR, display button 30
Door, open 39
Emergency mode 39
ENTER, display button 30
ENTER, membrane button 29
ESC, display button 30
Extend talk time 34, 35
Faults, acknowledging 38
General announcement 37
Handset 28
Initialise password 43
Intercept 37
LED, call 28
Listen 37
Listen in 37
Membrane buttons 28
Menu 32
Menu up, display button 30
Messages, acknowledging 38
Microphone, display button 29
Monitoring rooms 37
Navigation 33
Open door 39
Open door, display button 30
Open menu, display button 30
Open menu, membrane button 28
Open presence list, display button 30
Password 33
Passwords, change for menu items 42
Ports on the desktop kit 27
Postpone call, display button 30
PRES, display button 30
Presence button 28
Presence button, switching on 34
Presence, voice contact 36
Processing a call without speech (e.g. WC 

call) 35
Program version 43
PTT, display button 29
Push to talk, display button 29
Room, voice contact 36
Screen with touch inputs 33
Scroll button 28
Sensor screen 33
Service 43
Setting presence 28
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Software updates 27
Sounder on/off 42
Store call, display button 29
Store call, membrane button 29
Store, call, membrane button 29
STORE, list of stored calls, display button 30
STORE, store call 34, 35
STORE, store call, display button 29
Stored call, voice contact 36
Stored calls, open list, display button 30
Submenu 32
Switching on 34
Telephone, display button 30
Telephoning 38
Time, set 42
Touchscreen 31, 33
Touch-sensitive screen 33
Update software 43
USB 2.0 mini-B socket 27
USB 2.0 mini-B socket for USB stick for software 

update 27
Use 27
Version 43
Voice contact 35
Voice contact with a presence 36
Voice contact with a room 36
Voice contact with a stored call 36
Voice contact, display button 29
Volume, adjust 41
WC call 35

NF, node fault in displays without speech 68
Node fault in displays without speech 68
NodeFT, node fault in displays without speech 68
Noise monitoring 93
Noise monitoring, cell terminal 80
NOTICE 5
Nurse emergency call 14

O
Operation 89

P
Pager 82
Pager system 82, 93
PagrFt, fault in pager system in displays without 

speech 68
Parallel answer station 92
Patient call 11
Patient handset 12
Patient handsets 72
PCAIM audio interface module 64

Buttons 65, 81
LEDs 64

Sounder 64
PF, fault in pager system in displays without 

speech 68
PH Ft, fault in patient's handset in displays without 

speech 68
PH, fault in patient's handset in displays without 

speech 68
Plug removed call 14
PMR radio, safe distance 6
Pneumatic call panel 12
Power deprivation, cell terminal 81
Presence 1, green 9
Presence 2, yellow 9
Presence button 9
Presence buttons in displays without speech 66
Pull cord panel 12

R
Radio deprivation, cell terminal 80
Repairs 89
RFID tags 9
Room electronics with RFID 71
Room LCD display 66, 70

S
Sabotage 14
Scroll button in displays without speech 66
Service call 11
Service LED of the PCAIM audio interface 

module 64
Servicing 89, 90
Setting presence

IR badge 10
Presence button 9
RFID tag 10

Signal words 5
Signalling calls 15
Sounder of the PCAIM audio interface module 64
Staff call 14
Station 93
Station call forwarding 93
Station display 66, 93
Store button in displays without speech 66
Store, calls 25
Stored calls 25
Stored delay 25
Symbols 5
System bus 93

T
Telephone 82
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U
Uninterruptible power supply 6
Universal LCD display 66, 69
UPS 6, 93

V
VDE 0834 92
Visual check 90
Vital call 93
Volume of call forwarding, changing in the universal 

LCD display 69

W
WARNING 5
Warnings 5
WC 12, 14
Wipe disinfection 91
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